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References in Renewal Application 

 
 
 

Reference Author Copyrighted Comments 

16 USC 470,  National Historic Preservation, §470, Short title; 
Congressional finding and declaration of policy, Oct. 15, 1966 

US Congress 
 

http://www.gpoaccess.gov/uscode/index.html 

42 USC 6924, Hazardous Waste Management, Standards applicable to 
owners and operators of hazardous waste treatment, storage, and 
disposal facilities, Oct. 21, 1976 

US Congress 
 

http://www.gpoaccess.gov/uscode/index.html 

42 USC 11021, Emergency Planning And Notification, § 11021 Material 

safety data sheets, Oct. 17, 1986    
US Congress 

 
http://www.gpoaccess.gov/uscode/index.html 

42 USC 7701, Earthquakes Hazard Reduction, § 7701, Congressional 
findings, Oct. 7, 1977 

US Congress 
 

http://www.gpoaccess.gov/uscode/index.html 

10 CFR 30.4, Rules of General Applicability to Domestic Licensing of 
Byproduct Material, Definitions, 30 FR 8185, Environmental Protection 
Agency, June 26, 1965 

EPA 
 

www.gpoaccess.gov/cfr/index.html 

10 CFR 835, Occupational Radiation Protection, 72 FR 31925, 
Environmental Protection Agency, June 8, 2007 

EPA 
 

www.gpoaccess.gov/cfr/index.html 

NMAC 20.4.1,  New Mexico Administrative Code, Hazardous Waste 
Management Regulations, June 14, 2000 

State of New Mexico 
 

 

56 FR 55167,  Land Disposal Restrictions:  Potential Treatment 
Standards for Newly Identified and Listed Wastes and Contaminated 
Soil,  Federal Register Volume 56, Number 206, Environmental 
Protection Agency, Oct 24, 1996 

EPA 

 

http://www.gpoaccess.gov/fr/ 

61 FR Volume 109, Hazardous Waste Treatment, Storage, and 
Disposal Facilities and Hazardous Waste Generators; Organic Air 
Emission Standards for Tanks, Surface Impoundments, and Containers; 
40 CFR Parts 264, 265, 270, and 271; Federal Register 61 FR Volume 
109, Environmental Protection Agency, June 5, 1996 

EPA 

 

http://www.gpoaccess.gov/fr/ 

10 CFR 20, Nuclear Regulatory Commission, Standards for Protection 
Against Radiation, 72 FR 55922, Oct. 1, 2007 

US Nuclear 
Regulatory 
Commission 

 
www.gpoaccess.gov/cfr/index.html 

10 CFR 34.27, Licenses for Industrial Radiography and Radiation 
Safety Requirements for Industrial Radiographic Operations, 
§34.27  Leak testing and replacement of sealed sources, Nuclear 
Regulatory Commission 73 FR 5719, Jan. 31, 2008 

US Nuclear 
Regulatory 
Commission 

 

www.gpoaccess.gov/cfr/index.html 

29 CFR 1910.120, Occupational Health and Safety Administration, 
Occupational Health Standards, §1910.120   Hazardous waste 
operations and emergency response, 71 FR 16672, Apr. 3, 2006 

Occupational Health 
and Safety 
Administration 

 
www.gpoaccess.gov/cfr/index.html 

29 CFR 1910.1200, Occupational Health and Safety Administration, 
Toxic Substances, §1910.1200   Hazard communication, 61 FR 9245, 
Mar. 7. 1996 

Occupational Health 
and Safety 
Administration 

 
www.gpoaccess.gov/cfr/index.html 

29 CFR 1910.134 Personal Protective Equipment, §1910.134 
Respiratory protection, Occupational Health and Safety Administration 
73 FR 75584, Dec. 12, 2008 

Occupational Health 
and Safety 
Administration 

 
www.gpoaccess.gov/cfr/index.html 

http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122812440292430&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/USC/t16/usc_16_-_-_-_-_1a_-.htm&pseudo=UN1%2C%2CUSC%2CUSCF2003121409224933000%2Cb=470%2C&Limiter=b=470#b=470
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122812440292430&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/USC/t16/usc_16_-_-_-_-_1a_-.htm&pseudo=UN1%2C%2CUSC%2CUSCF2003121409224933000%2Cb=470%2C&Limiter=b=470#b=470
http://www.gpoaccess.gov/uscode/index.html
http://www.gpoaccess.gov/uscode/index.html
http://www.gpoaccess.gov/uscode/index.html
http://www.gpoaccess.gov/uscode/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122812440292430&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/10cfr/CFR_10_835.htm&pseudo=UN1%2C%2CFR%2CHTR1904A%2Cb=31925%2C&Limiter=b=31925#b=31925
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/fr/
http://www.gpoaccess.gov/fr/
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/10cfr/CFR_10_20.htm&pseudo=UN1%2C%2CFR%2CHPY5864A%2Cb=55922%2C&Limiter=b=55922#b=55922
http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/10cfr/CFR_10_34.htm&pseudo=UN1%2C%2CFR%2CGY45709A%2Cb=5719%2C#b=5719
http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/29cfr/CFR_29_1910_-_5_H.htm&pseudo=UN1%2C%2CFR%2CIVW6669A%2Cb=16672%2C&Limiter=b=16672#b=16672
http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/29cfr/CFR_29_1910_-_5_Z.htm&pseudo=UN1%2C%2CFR%2CSWS9228A%2Cb=9245%2C&Limiter=b=9245#b=9245
http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/cfr/29cfr/CFR_29_1910_-_5_I.htm&pseudo=UN1%2C%2CFR%2CGNN5568A%2Cb=75584%2C&Limiter=b=75584#b=75584
http://www.gpoaccess.gov/cfr/index.html
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30 CFR §49 and §57, Mineral Resources, Mine Safety and Health 
Administration, § 49 Mine Rescue Teams and §57, Safety and Health 
Standards-Underground Metal and Nonmetal Mines, April 28, 2009 

Mine Safety and 
Health Administration  

www.gpoaccess.gov/cfr/index.html 

30 CFR part 48, Mineral Resources, Mine Safety and Health 
Administration, Training and Retraining of Miners, 67 FR 38384, June 4, 
2002 

Mine Safety and 
Health Administration  

www.gpoaccess.gov/cfr/index.html 

40 CFR 302, Comprehensive Environmental Response, Compensation, 
and Liability Act (CERCLA), Designation, Reportable Quantities, and 
Notification, US Environmental Protection Agency, Dec 17, 2010 

US Environmental 
Protection Agency  

www.gpoaccess.gov/cfr/index.html 

40 CFR 355, Superfund, Emergency Planning, and Community Right-
to-Know Act (EPCRA), Emergency Planning and Notification, US 
Environmental Protection Agency, Jan 20, 2009 

US Environmental 
Protection Agency  

www.gpoaccess.gov/cfr/index.html 

40 CFR § 136,   Clean Water Act / Water Programs (CWA), Guidelines 
Establishing Test Procedures for the Analysis of Pollutants,  US 
Environmental Protection Agency , April 25, 2007 

US Environmental 
Protection Agency  

www.gpoaccess.gov/cfr/index.html 

49 CFR §173 and §178 ; § 173: Shippers-General Requirements for 
Shipments and Packagings, §178:Specifications for Packagings, US 
Department of Transportation,  Oct 1, 2010 

US Department of 
Transportation  

www.gpoaccess.gov/cfr/index.html 

49 CFR 172 Subpart H, Hazardous Materials Table, Special Provisions, 
Hazardous Materials Communications, Emergency Response 
Information, Training Requirements, and Security Plans, US 
Department of Transportation,  

US Department of 
Transportation 

 

www.gpoaccess.gov/cfr/index.html 

CCA, May 13, 1998/First CRA Application and Documents, March 29, 
2004/Second CRA Application and Documents, Nov 18, 2010 

Department of Energy 
 

www.wipp.energ.gov/library/CRA/BaselineTool/Index.htm 

Site Planning Guides, American Association of State Highway and 
Transportation Officials, 2004 

AASHTO 
X 

https://bookstore.transportation.org/item_details.aspx?id=119 

 “Technical Data Sheet. Volclay GPG30.” Industrial Chemical Division, 
American Colloid Company. American Colloid Company.1995. 

ACC 
 

 

 “Upper Permian Ochoa Series of the Delaware Basin, West Texas and 
Southeastern New Mexico,” American Association of Petroleum 
Geologists Bulletin, Vol.28. Adams, J.E. 1944. 

Adams 1944 (Not in 
Database) X 

http://aapgbull.geoscienceworld.org/cgi/content/abstract/2
8/11/1596 
 

Large-Scale Dynamic Compaction Demonstration Using WIPP Salt: 
Fielding and Preliminary Results. SAND95-1941. Albuquerque, NM: 
Sandia National Laboratories. Ahrens, E. H., and F. D. Hansen. 1995. 

Ahrens and Hansen, 
1995  

 

 ―Ultrafine Cement Grout for Sealing Underground Nuclear Waste 
Repositories,‖ 2

nd
 North American Rock Mechanics Symposium 

(NARMS 96), Montreal, Quebec, June 19-21, 1996.  SAND96-0195C.  

Albuquerque, NM: Sandia National Laboratories. Page I2B-15. Ahrens, 
E. H., and M. Onofrei. 1996. 

Ahrens and Onofrei, 
1996 

 

 

 ―Data Report on the Waste Isolation Pilot Plant Small-Scale Seal 
Performance Test, Series F Grouting Experiment.‖ SAND93-1000.  

Albuquerque, NM: Sandia National Laboratories. Page I2B-14. Ahrens, 
E. H., T. F. Dale, and R. S. Van Pelt. 1996.   

Ahrens et al., 1996   

 

 

"Salt Anticlines in the Castile-Salado Evaporite Sequence, Northern 
Delaware Basin, New Mexico," In Geology and Mineral Deposits of 
Ochoan Rocks in Delaware Basin and Adjacent Areas, G. S. Austin, ed., 
Circular 159, New Mexico Bureau of Mines and Mineral Resources, 

Anderson  and  
Powers, 1978 

X 

http://geoinfo.nmt.edu/publications/circulars/159/home.cfm 

http://www.gpoaccess.gov/cfr/index.html
http://www.cyberregs.com/cgi-exe/cpage.dll?pg=x&rp=/pseudo.htm&sid=2010122814071692679&aph=1&Hi=2&qy=Tier+II&hlc=FFFF00&srchm=1&cid=west&uid=whts&clrA=0663B2&clrV=0663B2&clrX=0663B2&ref=/indx/CFR/30CFR/CFR_30_48.htm&pseudo=UN1%2C%2CFR%2CMTV8384A%2Cb=38384%2C#b=38384
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.gpoaccess.gov/cfr/index.html
http://www.wipp.energ.gov/library/CRA/BaselineTool/Index.htm
https://bookstore.transportation.org/item_details.aspx?id=119
http://aapgbull.geoscienceworld.org/cgi/content/abstract/28/11/1596
http://aapgbull.geoscienceworld.org/cgi/content/abstract/28/11/1596
http://geoinfo.nmt.edu/publications/circulars/159/home.cfm
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Socorro, New Mexico. Anderson, R. Y., and D. W. Powers, 1978. 

"Dissolution of Salt Deposits by Brine Density Flow," Geology, Vol. 8, No. 
2. Anderson, R. Y., and D. W. Kirkland, 1980. 

Anderson and  
Kirkland, 1980 X 

http://geology.gsapubs.org/content/8/2/66.full.pdf+html?si
d=63f1f47f-b50d-476a-a0c9-e3697080252e 
 

 "Permian Castile Varved Evaporite Sequence, West Texas and New 
Mexico," Geological Society of America Bulletin, Vol. 83. Anderson, R. Y., 
W. E. Dean, D. W. Kirkland, Jr., and H. I. Snider, 1972 

Anderson et al, 1972 
 

 

A Guide to Evaluating Thermal Effects in Concrete Pavements. SHRP-
C/FR-92-101. Washington, DC: Andersen, P. J., M.E. Andersen, and D. 
Whiting. 1992. 

Anderson et. al., 1992 
 

http://pubsindex.trb.org/view.aspx?id=367384 
 

 ―Deep Dissolution of Salt, Northern Delaware Basin, New Mexico. 
report to Sandia National Laboratories, Albuquerque, New Mexico. 
Anderson, R.Y. 1978, 

Anderson,  1978 
 

 

 “Deep-Seated Salt Dissolution in the Delaware Basin, Texas and New 
Mexico,” in Environmental Geology and Hydrology in New Mexico, S.G. 
Wells and W. Lambert,eds., Special Publication No. 10, pp.134-145, 
New Mexico Geological Society. Anderson, R.Y. 1981. 

Anderson,  1981 

X 

http://nmgs.nmt.edu/publications/special/10/ 
 

 “The Castile as a „Nonmarine‟ Evaporite”, In Geology of the Carlsbad 
Region, New Mexico and Texas, D.W. Love et al., eds, Forty-Fourth 
Annual Field Conference Guidebook, New Mexico Geological Society, 
Socorro, NM. Anderson, R.Y. 1993. 

Anderson,  1993 

X 

http://geoinfo.nmt.edu/publications/nmgs/guidebooks/44/ 
 
 

ANSI Z88.2-1980, Environmental Health and Safety Department, 1998 ANSI Z88.2-1980   

Specification for Materials and Testing for Well Cements. API 
Specification 10. American Petroleum Institute. 1990. 

API 

X 

http://www.techstreet.com/cgi-
bin/detail?product_id=957235 
 

Quality Assurance Requirements for Nuclear Facility Applications, 
American Society of Mechanical Engineers, 2009 

ASME 
X 

http://www.techstreet.com/cgi-bin/detail?product_id=1562385 

Standard Specification for Carbon Structural Steel, American Society 
for Testing and Materials, 2008 

ASTM 
X 

http://www.astm.org/Standards 

Analysis of the fluid-Pressure Responses of the Rustler Formation at H-
16 to the Construction of the Air-Intake Shaft at the Waste Isolation Pilot 
Plant (WIPP) Site. SAND89-7067. Avis, J.D. and G.J. Saulnier, Jr. 
1990. 

Avis, Saulnier.1990 

 

 

Karst in Evaporites in Southeastern New Mexico. SAND86-7078. 
Bachman, G.O. 1987. 

Bachman 1987 

 

 

"Surficial Features and Late Cenozoic History in Southeastern New 
Mexico," Open-File Report 4339-8, U.S. Geological Survey, Reston, VA. 
Bachman, G.O., 1973. 

Bachman, 1973 
X 

http://www.osti.gov/energycitations/product.biblio.jsp?osti_id=55
03546 
 

 "Geologic Processes and Cenozoic History Related to Salt Dissolution in 
Southeastern New Mexico," Open-File Report 74-194, U.S. Geological 
Survey, Denver, CO. Bachman, G.O., 1974. 

Bachman, 1974 
 

 

"Cenozoic Deposits of Southeastern New Mexico and an Outline of the 
History of Evaporite Dissolution," Journal of Research, Vol. 4, No. 2, pp. 

Bachman, 1976 
X 

 

http://geology.gsapubs.org/content/8/2/66.full.pdf+html?sid=63f1f47f-b50d-476a-a0c9-e3697080252e
http://geology.gsapubs.org/content/8/2/66.full.pdf+html?sid=63f1f47f-b50d-476a-a0c9-e3697080252e
http://pubsindex.trb.org/view.aspx?id=367384
http://nmgs.nmt.edu/publications/special/10/
http://geoinfo.nmt.edu/publications/nmgs/guidebooks/44/
http://www.techstreet.com/cgi-bin/detail?product_id=957235
http://www.techstreet.com/cgi-bin/detail?product_id=957235
http://www.techstreet.com/cgi-bin/detail?product_id=1562385
http://www.astm.org/Standards/A36.htm
http://www.osti.gov/energycitations/product.biblio.jsp?osti_id=5503546
http://www.osti.gov/energycitations/product.biblio.jsp?osti_id=5503546
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135-149, U.S. Geological Survey. Bachman, G.O., 1976. 
 

 "Regional Geology and Cenozoic History of Pecos Region, Southeastern 
New Mexico," Open-File Report 80-1099, U.S. Geological Survey, 
Denver, CO. Bachman, G.O., 1980. 
 

Bachman, 1980 

 

 

"Assessment of Near-Surface Dissolution in the Vicinity of the Waste 
Isolation Pilot Plant," SAND84-7178, Sandia National Laboratories, 
Albuquerque, New Mexico. Bachman, G. O., 1985. 

Bachman, 1985 
 

 

"Regional Geology of Ochoan Evaporites, Northern Part of Delaware 
Basin," Circular 184, New Mexico Bureau of Mines and Mineral 
Resources, Socorro, New Mexico. Bachman, G. O., 1984. 

Bachman,1984 
X 

http://geoinfo.nmt.edu/publications/circulars/184/home.cfm 

Bankhead-Jones Farm Tenant Act Amendments  
hearings before the United States House Committee on Agriculture, 
Eighty-First Congress, second session.  
Published by U.S. G.P.O. in Washington. Published 1973. May 11, 
1950. 

Bankhead-Jones 
Farm Tenant Act of 
1973  

http://openlibrary.org/b/OL22306586M/Bankhead-
Jones_Farm_Tenant_Act_Amendments 
 
 

"Uranium-Isotope Disequilibrium in Groundwaters of Southeastern New 
Mexico and Implications Regarding Age-Dating of Waters; in 
STI/PUB/403; Proceedings of the International Symposium on Isotope 
Hydrology, 1978; International Atomic Energy Agency, Vienna, Austria. 
Barr, G. E., Lambert, S. J., and Carter, J. A., 1979. 

Barr et. al., 1979 

X 

 

"A High-Precision Gravity Survey in the Delaware Basin of Southeastern 
New Mexico," Geophysics, Vol. 50, pp. 825-833. Barrows, L., and J. D. 
Fett, 1985. 

Barrows and Fett, 
1985 

X 

http://scitation.aip.org/getabs/servlet/GetabsServlet?prog=norma
l&id=GPYSA7000050000005000825000001&idtype=cvips&gifs=
yes 
 

 "Waste Isolation Pilot Plant (WIPP) Site Gravity Survey and 
Interpretation," SAND82-2922, Sandia National Laboratories, 
Albuquerque, New Mexico. Barrows, L. J., S. E. Shaffer, W. B. Miller, and 
J. D. Fett, 1983. 

Barrows, Shaffer,  
Miller,. Fett 1983 

 

 

 “Hydrogeology of the WIPP Site.”  In Geological and Hydrological 
Studies of Evaporites in the Northern Delaware Basin for the Waste 
Isolation Pilot Plant (WIPP), New Mexico, Geologic Society of America 
1990 Annual Meeting Field Trip #14 Guidebook, pp. 131 -179.  Dallas 
Geologic Society, Dallas, TX. Beauheim, R.L., and Holt, R.M.  1990.  

Beauheim and Holt, 
1990 

X 

 

Analysis of Hydraulic Tests of the Culebra and Magenta Dolomites and 
Dewey Lake Redbeds Conducted at the Waste Isolation Pilot Plant Site. 
Beauheim and Ruskauff 1998. 

Beauheim and 
Ruskauff 1998  

 

― Appendix E, Summary of Hydraulic Tests Performed at Tracer-Test 
Sites,‖ in Interpretations of Tracer Tests Performed in the Culebra 
Dolomite at the Waste Isolation Pilot Plant Site, Meigs, L.C., Beauheim, 
R.L. , and Jones, T.L., eds. SAND 97-3109. Beauheim, R.L. 2000. 

Beauheim,  2000 

 

See Meigs, Beauheim, Jones, 2000 

Interpretations of Single-Well Hydraulic Tests of the Rustler Formation 
Conducted in the Vicinity of the Waste Isolation Pilot Plant Site, 1988-
1989.  SAND89-0869.  Sandia National Laboratories, Albuquerque, NM. 

Beauheim,  Dale, 
Pickens, 1991  

 

http://geoinfo.nmt.edu/publications/circulars/184/home.cfm
http://openlibrary.org/b/OL22306586M/Bankhead-Jones_Farm_Tenant_Act_Amendments
http://openlibrary.org/b/OL22306586M/Bankhead-Jones_Farm_Tenant_Act_Amendments
http://scitation.aip.org/getabs/servlet/GetabsServlet?prog=normal&id=GPYSA7000050000005000825000001&idtype=cvips&gifs=yes
http://scitation.aip.org/getabs/servlet/GetabsServlet?prog=normal&id=GPYSA7000050000005000825000001&idtype=cvips&gifs=yes
http://scitation.aip.org/getabs/servlet/GetabsServlet?prog=normal&id=GPYSA7000050000005000825000001&idtype=cvips&gifs=yes
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Beauheim, R.L., Dale, T.F., and Pickens, J.F.  1991b. 

"Culebra Transport Program Test Plan:  Tracer Testing of the Culebra 
Dolomite Member of the Rustler Formation at the H-19 and H-11 
Hydropads on the WIPP Site," On file in the Sandia WIPP Central Files. 
Beauheim, R. L., Meigs, L.C., Saulnier, G.J., and Stensrud, W.A., 1995. 

Beauheim,  Meigs,  
Saulnier, Stensrud,  
1995 

 

 

"Interpretation of Brine-Permeability Tests of the Salado Formation at 
the Waste Isolation Pilot Plant Site:  First Interim Report," SAND90-
0083, Sandia National Laboratories, Albuquerque, New Mexico. 
Beauheim, R. L., Saulnier, Jr., G.J., and Avis, J.D., 1991a 

Beauheim,  Saulnier, 
Avis,  1991 

 

 

 "Hydraulic-Test Interpretations for Well DOE-2 at the Waste Isolation 
Pilot Plant (WIPP) Site," SAND86-1364, Sandia National Laboratories, 
Albuquerque, New Mexico. Beauheim, R. L., 1986 

Beauheim, 1986 
 

 

Interpretations of Single-Well Hydraulic Tests Conducted at and Near 
the Waste Isolation Pilot Plant (WIPP) Site, 1983-1987. SAND87-0039. 
Albuquerque, NM: Sandia National Laboratories. Beauheim, 1987. 

Beauheim, 1987 
 

 

"Analysis of Pumping Tests of the Culebra Dolomite Conducted at the 
H-3 Hydropad at the Waste Isolation Pilot Plant (WIPP) Site," 
SAND86-2311, Sandia National Laboratories, Albuquerque, New Mexico. 
Beauheim, R. L., 1987b. 

Beauheim, 1987a 

 

 

"Interpretation of the WIPP-13 Multipad Pumping Test of the Culebra 
Dolomite at the Waste Isolation Pilot Plant (WIPP) Site," SAND87-2456, 
Sandia National Laboratories, Albuquerque, New Mexico. Beauheim, R. 
L., 1987c 

Beauheim, 1987c 

 

 

Analysis Package for Interpretation of 1984 H-3 Pumping Tests. 
Beauheim 2002. 

Beauheim, 
2002_Analysis Pckg 

 
 

Analysis Plan for Evaluation of the Effects of Head Changes on 
Calibration of Culebra Transmissivity Fields. Beauheim 2002. 

Beauheim, 
2002_Analysis Plan 

 
 

Routine Calculations Report In Support of Task 3 of AP-088. Beauheim 
2002 

Beauheim, 
2002_Routine 
Calculations 

 
 

 ―Diffusivity Mapping of Fracture Interconnections.‖  Proceedings of the 
2007 U.S. EPA/NGWA Fractured Rock Conference (pp. 235–49).  
Westerville, OH:  National Ground Water Association. Beauheim, R.L.  
2007. 

Beauheim, 2007 

 

 

 “Hydrology and Hydraulic Properties of a Bedded Evaporite 
Formation,” Journal of Hydrology, v. 259, pp. 66-88. Beauheim, R.L., 
and Roberts, R.M.  2002.  

Beauheim, and 
Roberts,  2002.  

X 

http://www.sciencedirect.com/science?_ob=ArticleURL&_
udi=B6V6C-44KVW96-
7&_user=10&_coverDate=03%2F01%2F2002&_alid=108
5222496&_rdoc=1&_fmt=high&_orig=search&_cdi=5811&
_sort=r&_docanchor=&view=c&_ct=3&_acct=C000050221
&_version=1&_urlVersion=0&_userid=10&md5=7068030f
926a677d331d4bf24fc17e4a 

"Hydraulic Testing of Salado Formation Evaporites at the Waste 
Isolation Pilot Plant (WIPP) Site:  Second Interpretive Report," 
SAND92-0533, Sandia National Laboratories, Albuquerque, New 
Mexico. Beauheim, R. L., Roberts, R.M., Date, T.F., Fort, M.D., and 
Stensrud, W.A., 1993. 

Beauheim, Roberts,  
Dale,  Fort, Stensrud, 
1993  
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Determination of Drum Age Criteria and Prediction Factors Based on 
Packaging Configurations, INEEL/EXT-2000-01207, October 2000, 
Liekhus, K.J., S.M.  Djordjevic, M.  Devarakonda, and M.J.  Connolly, 
Idaho National Engineering and Environmental Laboratory, Idaho Falls, 
Idaho. Beauheim, R. L., Roberts, R.M., Date, T.F., Fort, M.D., and 
Stensrud, W.A., 1993. 

Bechtel BWXT Idaho, 
LLC, 2000 

 

 

―Soils Design Report – Volume 1 Plant Site Near-Surface Structures,‖ 
Doc. No. Dr-22-V-01. San Francisco, CA:  Bechtel National Inc. Bechtel 
National Inc.  1979. 

Bechtel, 1979 
 

 

Petroleum Sedimentology of the Ochoan Group, Texas and New 
Mexico," Abstracts, 12th International Sedimentological Congress, 
Canberra, Australia, pp. 30-31. Billo, S. M., 1986. 

Billo,1986 
X 

www.nla.gov.au/apps/copiesdirect?source=cat&sourcevalue=71
6978 
 

"Clay-Mineral Assemblages from Drill Core of Ochoan Evaporites, Eddy 
County, New Mexico," In Geology and Mineral Deposits of Ochoan 
Rocks in Delaware Basin and Adjacent Areas, G. S. Austin, ed., 
Circular 159, New Mexico Bureau of Mines and Mineral Resources, 
Socorro, New Mexico. Bodine, Jr., M. W., 1978. 

Bodine, 1978 

X 

http://geoinfo.nmt.edu/publications/circulars/159/home.cfm 
 

 “Prediction of Compactive Effort for a Bentonite-Sand Mixture,” 44th 
Canadian Geotechnical Conference, Preprint Volume, Calgary, Alberta, 
September 29-October 2, 1991.  Paper No.  64.  Waterloo, Ontario: 
Canadian Geotechnical Society.  Pt.  2, 64/1 through 64/12. 
Boonsinsuk, P., B.C.  Pulles, B.H.  Kjartanson, and D.A.  Dixon.  1991.   

Boonsinsuk, Pulles,   
Kjartanson,   Dixon, 
1991 

X 

http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E41
19I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157
~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staf
fonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR
&uindex=&aspect=subtab13&menu=search&ri=1 
 

"Petrographic Study of Evaporite Deformation Near the Waste Isolation 
Pilot Plant (WIPP), SAND83-0166, Sandia National Laboratories, 
Albuquerque, New Mexico. Borns, D. J., 1983. 

Borns, 1983 
 

 

"The Geologic Structures Observed in Drillhole DOE-2 and Their 
Possible Origins:  Waste Isolation Pilot Plant," SAND86-1495, Sandia 
National Laboratories, Albuquerque, New Mexico. Borns, D. J., 1987. 

Borns, 1987 

 

 

"Deformation of Evaporites Near the Waste Isolation Pilot Plant (WIPP) 
Site," SAND82-1069, Sandia National Laboratories, Albuquerque, New 
Mexico. Borns, D. J., L. J. Barrows, D. W. Powers, and R. P. Snyder, 
1983. 

Borns, Barrows, 
Powers, Snyder, 
1983 

 

 

"Regional Well-Log Correlation in the New Mexico Portion of the 
Delaware Basin," SAND83-1798, Sandia National Laboratories, 
Albuquerque, New Mexico. Borns, D. J., and S-E Shaffer, 1985. 

Borns, Shaffer, 1985 
 

 

"Preliminary Geohydrologic Conceptual Model of the Los Medaños 
Region Near the Waste Isolation Pilot Plant for the Purpose of 
Performance Assessment," SAND89-7147 and addendum, Sandia 
National Laboratories, Albuquerque, New Mexico. Brinster, K. F., 1991. 

Brinster, 1991 
 

 

 

 ―Properties of Dynamically Compacted WIPP Salt,‖ 4
th
 International 

Conference on the Mechanical Behavior of Salt, Montreal, Quebec, 
June 17-18, 1996. SAND96-0838C. Albuquerque, NM: Sandia National 
Laboratories. Brodsky, N.S., F.D. Hansen, and T.W. Pfeifle. 1996. 

Brodsky,  Hansen, 
Pfeifle.,1996 
 

 

 

 “Consolidation and Permeability of Crushed WIPP Salt in Hydrostatic 
and Triaxial Compression,” Rock Mechanics Proceedings of the 35

th
 

Brodsky,  Zeuch,  
Holcomb. 1995 

X 
http://www.onepetro.org/mslib/servlet/onepetropreview?id

http://www.nla.gov.au/apps/copiesdirect?source=cat&sourcevalue=716978
http://www.nla.gov.au/apps/copiesdirect?source=cat&sourcevalue=716978
http://geoinfo.nmt.edu/publications/circulars/159/home.cfm
http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E4119I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staffonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR&uindex=&aspect=subtab13&menu=search&ri=1
http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E4119I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staffonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR&uindex=&aspect=subtab13&menu=search&ri=1
http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E4119I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staffonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR&uindex=&aspect=subtab13&menu=search&ri=1
http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E4119I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staffonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR&uindex=&aspect=subtab13&menu=search&ri=1
http://ipac.canterbury.ac.nz/ipac20/ipac.jsp?session=124N34E4119I8.6698&profile=a&source=~!culib&uri=full=3100001~!756157~!4&ri=1&aspect=subtab13&menu=search&ipp=20&spp=20&staffonly=&term=Canadian+Geotechnical+Society.&index=AUTHOR&uindex=&aspect=subtab13&menu=search&ri=1
http://www.onepetro.org/mslib/servlet/onepetropreview?id=ARMA-95-0497&soc=ARMA
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U.S. Symposium, University of Nevada. Brodsky, N.S., D.H. Zeuch, and 
D.J. Holcomb. 1995. 

 =ARMA-95-0497&soc=ARMA 

Hydrostatic and Shear Consolidation Tests with Permeability 
Measurements on Waste Isolation Pilot Plant Crushed Salt. SAND93-

7058. Albuquerque, NM: Sandia National Laboratories. Brodsky, N.S. 
1994. 

Brodsky, 1994 

 

 

"Geology and Hydrology of the Carlsbad Potash Area, Eddy and Lea 
Counties, New Mexico," Open-File Report 4339-1, U.S. Geological 
Survey, Denver, Colorado. Brokaw, A. L., C. L. Jones, M. E. Cooley, 
and W. H. Hays, 1972. 

Brokaw,  Jones,  
Cooley,   Hays, 1972 
 

 

 

"K-Ar and Rb-Sr Age Determinations from Clay Minerals and 
Related Minerals from the (WIPP) Waste Isolation Pilot Plant, 
Southeastern New Mexico," Guidebook 18, El Paso Geological Society, 
pp. 133-139. Brookins, D. G., and S. J. Lambert, 1987. 

Brookins and 
Lambert, 1987 

X 

www.geo.utep.edu/pub/epgs/ 

"Potassium-argon Dating of Polyhalite in Southeast New Mexico," 
Geochimica et Cosmochinica Acta, Vol. 44, pp. 635-637. Brookins, D. 
G., J. K. Register, and H. Krueger, 1980. 

Brookins,  Register, 
Krueger, 1980 
 

X 
http://adsabs.harvard.edu/abs/1980GeCoA..44..635B 
 

"Polyhalite K-Ar Radiometric Ages From Southeastern New 
Mexico,"Isochron/West, Vol. 29, pp. 29-31. Brookins, D. G., 1980. 

Brookins, 1980 
 

Not Available 

"Geochronologic Studies Near the WIPP site, Southeastern New 
Mexico," Environmental Geology and Hydrology in New Mexico, S. G. 
Wells, and W. Lambert, ed. Special Publication 10, New Mexico 
Geological Society, pp. 147-152. Brookins, D. G., 1981. 

Brookins, 1981 

 

Not Available 

Density of Asphalt Concrete- How Much is Needed? Transportation 
Research Record No.1282. Brown, E.R. 1990. 

Brown, 1990. 
 

 
 

ISSN 08969655, International Conference of Building Officials. The 
Uniform Building Code. 1994. 

Building Officials 1994 

X 

www.amazon.com 
 

 “Evaluation of Constitutive Models for Crushed Salt,” 4
th

 International 
Conference on the Mechanical Behavior of Salt, Montreal, Quebec, 
June 17-18, 1996. SAND96-0791C. Albuquerque, NM: Sandia National 
Laboratories. Callahan, G.D., M.C. Loken, L.D. Hurtado, and F.D. 
Hansen. 1996. 

Callahan,  Loken,  
Hurtado, Hansen, 
1996 
 
 

X 

 

"Igneous Rocks in Northern Delaware Basin, New Mexico, and Texas," 
In Geology and Mineral Deposits of Ochoan Rocks in Delaware Basin 
and Adjacent Areas, G. S. Austin, ed., Circular 159, pp. 39-45, New 
Mexico Bureau of Mines and Mineral Resources, Socorro, New Mexico. 
Calzia, J. P., and W. L. Hiss, 1978. 

Calzia and Hiss, 1978 
 

X 

http://geoinfo.nmt.edu/publications/home.html 
 

Transverse Section of Permian Basin, West Texas and Southeastern 
New Mexico, American Association of Petroleum Geologists Bulletin, 
Vol 14. Cartwright,  Jr., L. D., 1930. 
 

Cartwright,  Jr., L. D., 
1930 

 

 

Diagenesis of Saline Pan Halite:  comparison of Petrographic Features 
of Modern, Quaternary and Permian Halites, Journal of Sedimentary 
Petrology, Vol. 59. Casas, E., and T. K. Lowenstein, 1989. 
 

Casas, E., and T. K. 
Lowenstein, 1989 

 

 

www.geo.utep.edu/pub/epgs/
http://adsabs.harvard.edu/abs/1980GeCoA..44..635B
http://www.amazon.com/
http://geoinfo.nmt.edu/publications/home.html
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Ground-Water Flow Modeling of the Culebra Dolomite. Volume II: Data 
Base. SAND89-7068/2. Albuquerque, NM: Sandia National 
Laboratories. Cauffman, T.L., A.M. LaVenue, and J.P. McCord. 1990. 

Cauffman,  LaVenue,  
McCord, 1990 
 

 
 

"Stable Isotopes in the Southeastern New Mexico Groundwater:  
Implications for Dating Recharge in the WIPP Area," EEG-35, 
DOE/AL/10752-35, Environmental Evaluation Group, Santa Fe, New 
Mexico. Chapman, J.B., 1986. 

Chapman, 1986 
 

 

 

"Chemical and Radiochemical Characteristics of Groundwater in the 
Culebra Dolomite, Southeastern New Mexico," EEG-39, Environmental 
Evaluation Group, Santa, Fe, New Mexico. Chapman, J.B., 1988. 

Chapman, 1988 
  

 

"The Rustler Formation at the WIPP site, Report of a Workshop on the 
Geology and Hydrology of the Rustler as it Relates to the WIPP 
Project," EEG-34, DOE/AL/10752-34, Environmental Evaluation Group, 
Santa Fe, New Mexico. Chaturvedi, L., ed., 1987. 

Chaturvedi et. al., 
1987 

 

 

“ Hydraulic and Ionic Diffusion Properties of Bentonite-Sand Buffer 
Materials. Cheung, S.C.H., M.N. Gray, and D.A. Dixon. 1987. 

Cheung, Gray, Dixon, 
1987 
 

X 
 
 

 ―Field-Test Programs of Borehole Plugs in Southeastern New Mexico.‖ 
In The Technology of High-Level Nuclear Waste Disposal Advances in 
the Science and Engineering of the Management of High-Level Nuclear 
Wastes, P. L. Hofman and J. J. Breslin, eds., SAND79-1634C, 
DOE/TIC-4621, Vol. 1, pp. 354–369. Technical Information Center of 
the U.S. Department of Energy, Oak Ridge, TN. Christensen, C. L., and 
Peterson, E. W. 1981. 

Christensen, 
Peterson, 1981 
.    
 

 

 

Soil Survey of Eddy Area, New Mexico, U.S. Department of Agriculture. 
Chugg, J. C., G. W. Anderson, D. L. King, and L. H. Jones, 1971. 

Chugg, Anderson, 
King, Jones, 1971 
 

X 
 

Potential Containment Failure Mechanisms and Their Consequences at 
a Radioactive Waste Repository in Bedded Salt in New Mexico.  ORNL-
TM 4639.  Oak Ridge National Laboratories, Oak Ridge, TN. Claiborne, 
H.C., and Gera, F.  1974.  

Claiborne,  
Gera,1974 

 

 

Sampling Techniques. Cochran, William G. 1977. Cochran 1977 

X 

www.directtextbook.com/prices/047116240x 
 

Consultation and Cooperation Agreement between the U.S. Department 
of Energy, DOE/WTS, 2005 

Consultation and 
Cooperation 
Agreement 

 
 

The Role of Regional Groundwater Flow in the Hydrogeology of the 
Culebra Member of the Rustler Formation at the WIPP, Southeastern 
New Mexico. Corbet and Knupp, 1996 

Corbet, Knupp, 1996 
  

 

WIPP RCRA Background Groundwater Quality Baseline Report 1998. 
Crawley and Nagy,1998 . 

Crawley,  Nagy, 1998 
 

 
 

http://www.directtextbook.com/prices/047116240x
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Method of Test for Temperature Rise in Concrete. Handbook for 
Concrete and Cement. CRD-C 38-73. CRD. 1973. 

CRD-C 38-73 

 

 

Limits for Qualitative Detection and Quantitative Determination. 
Analytical Chemistry, No. 40. Currie, Lloyd A. 1968. 

Currie 1968 

X 

http://pubs.acs.org/doi/abs/10.1021/ac60259a007 
 

 ―WIPP Air-Intake Shaft Disturbed-Rock Zone Study,‖ 4
th
 International 

Conference on the Mechanical Behavior of Salt, Montreal, Quebec, 
June 17-18, 1996.  SAND96-1327C.  Albuquerque, NM: Sandia 
National Laboratories. Dale and Hurtado, 1996. 

Dale,  Hurtado, 1996.  
 

 

 

"Data Field Report - ERDA-6 and WIPP-12 Testing," report prepared for 
Westinghouse Electric Corporation and U.S. Department of Energy, 
Albuquerque, New Mexico, 7 vols. D'Appolonia Consulting Engineers, 
Inc., 1982. 

D'Appolonia 
Consulting Engineers, 
Inc., 1982,  
 

 

This seven volume report with multiple maps and fold-out pages 
is available at the WIPP facility.  An introduction has been 
included for with this submittal. 

Hydrologic Assessment of Shallow Subsurface Groundwater, Waste 
Isolation Pilot Plant, Carlsbad, New Mexico. Daniel B. Stephens and 
Associates, Inc., 2008. 
 

Daniel B. Stephens 
and Associates, Inc., 
2008,  

 

"Deep-Seated Dissolution and Subsidence in Bedded Salt Deposits 
[Ph.D. Thesis]," Stanford University, Palo Alto, California. Davies, P.B., 
1984. 

Davies, 1984 
 

http://sul-
derivatives.stanford.edu/derivative?CSNID=00018813&mediaTy
pe=application/pdf  

Figure 34 Simulated direction and magnitude of ground-water flow 
produced by the baseline simulation. Davies, 1989  

Davies, 1989 
 

 

"Brine Sampling and Evaluation Program Phase II Report," DOE-WIPP 
87-010, Westinghouse Electric Corporation, Carlsbad, New Mexico. 
Deal, D.E., Case, J.B., Deshler, R.M., Drez, P.E., Myers, J., and 
Tyburski, J.R., 1987. 

Deal et. al., 1987 
 

 

 

Report," DOE-WIPP 91-009, Westinghouse Electric Corporation, 
Carlsbad, New Mexico. Deal, D.E., Abitz, R.J., Belski, D.S., Clark, J.B., 
Crawley, M.E., and Martin, M.L., 1991a, "Brine Sampling and 
Evaluation Program, 1989. 

Deal et. al., 1991a 
 

 

 

"Brine Sampling and Evaluation Program 1990 Report," DOE-WIPP 91-
036, Waste Isolation Pilot Plant, Carlsbad, New Mexico. Deal, D. E., 
Abitz, J. Myers, J.B. Case, D.S. Belski, M.L. Martin, and W. M. 
Roggenthen, 1991b. 

Deal et. al., 1991b 
 

 

 

"Brine Sampling and Evaluation Program, 1991 Report," DOE WIPP 93-
026, Westinghouse Electric Corporation, Carlsbad, New Mexico. Deal, 
D.E., Abitz, R.J., Myers, J., Martin, M.L., Milligan, D.J., Sobocinski, 
R.W., Lipponer, P.P.J., and Belski, D.S., 1993. 

Deal et. al., 1993 
 

 

 

Brine Sampling and Evaluation Program, 1992-1993 Report and Deal et. al., 1995   

http://pubs.acs.org/doi/abs/10.1021/ac60259a007
http://sul-derivatives.stanford.edu/derivative?CSNID=00018813&mediaType=application/pdf
http://sul-derivatives.stanford.edu/derivative?CSNID=00018813&mediaType=application/pdf
http://sul-derivatives.stanford.edu/derivative?CSNID=00018813&mediaType=application/pdf
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Summary of BSEP Data Since 1982, DOE-WIPP 94-011.  Carlsbad, 
NM: Westinghouse Electric Corporation. Deal, D.E., Abitz, R.J.  Belski, 
D.S., Case, J. B., Crawley, M.E., Givens, C. A., James Lipponer, P.P.J., 
Milligan, D.J., Myers, J., Powers, D. W., and Valdivia, M. A.  1995.  

 

"Brine Sampling and Evaluation Program, 1988 Report," DOE-WIPP 89-
015, Westinghouse Electric Corporation, Carlsbad, New Mexico. Deal, 
D.E., Abitz, R.J., Belski, D.S., Case, J.B., Crawley, M.E., Deshler, R.M., 
Drez, P.E., Givens, C.A., King, R.B., Lauctes, B.A., Myers, J., Niou, S., 
Pietz, J.M., Roggenthen, W.M., Tyburski, J.R., and Wallace, M.G., 
1989. 

Deal et. al.,, 1989 

 

 

"Brine Sampling and Evaluation Program Phase I Report, "DOE-WIPP 
87-008, Westinghouse Electric Corporation, Carlsbad, New Mexico. 
Deal, D.E., and Case, J.B., 1987. 

Deal, Case 1987 
  

 

 “TRUPACT-II Content Codes”, Revision 3. DOE/WIPP 89-004. DOE 
1989. 

DOE ,1989 

 

Not Available 

Waste Isolation Pilot Plant Sealing System Design Report. DOE/WIPP-
95-3117. Carlsbad, NM: U.S. Department of Energy, Waste Isolation 
Pilot Plant. DOE 1995. 

DOE ,1995 

 

 

WIPP-DOE-71 Design Criteria Waste Isolation Pilot Plant, Revised 
Mission Concept—IIA, DOE, 1984. 

DOE 1984 

 

 

Transuranic Quality Assurance Program Plan. DOE/CAO-94-1010. 
DOE, 1995. 

DOE 1995d 

 

 

United states Department of Energy Waste Isolation Pilot Plant 
Compliance Certification Application. DOE/CAO-1996-2184. DOE, 
1996b. 

DOE 1996b 

 

www.wipp.energy.gov/library/CRA/BaselineTool/Index.htm 
 

Response to EPA’s Request in EPA’s March 19, 1997 Letter on the 
WIPP CCA. DOE.1997a. 

DOE 1997a 

 

 

WIPP Safety Analysis Report. DOE/WIPP-95-2065. DOE.1999. DOE 1999. 

 

 

http://www.wipp.energy.gov/library/CRA/BaselineTool/Index.htm
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WIPP Remote Handled Waste Preliminary Safety Analysis (RH PSAR). 
DOE 2000. 

DOE 2000. 

 

 

WIPP Waste Information System User’s Manual for Use by 
Shippers/Generators. DOE/CAO 97-2273. DOE 2001. 

DOE 2001 

 

Sensitive Information available at the facility. 

Performance Demonstration Program Plan for the Analysis of Simulated 
Headspace Gases. DOE/CAO-95-1076. DOE 2003. 

DOE 2003b 

 

 

Performance Demonstration Program Plan for RCRA Constituent 
Analysis of Solidified Wastes. DOE/CBFO-95-1077. DOE 2005. 

DOE 2005  

 

 

DOE Order 151.1 Comprehensive Emergency Management System, 
DOE, 2005 

DOE Order 151.1 
 

 

DOE Order 232.1 Occurrence Reporting and Processing of Operations 
Information, DOE, 1999 

DOE Order 232.1 
 

 

DOE Order 5000.3B  Occurrence Reporting and Processing of 
Operations Information, DOE, 1993 

DOE Order 5000.3B   
 

 

DOE Order 5480.20 A,  Personnel Selection, Qualification, and Training 
Requirements for DOE Nuclear Facilities, DOE, 2001 

DOE Order 5480.20 
A  

 

Delaware Basin Monitoring Annual Report (September).   DOE/WIPP 
07-2308.   Carlsbad, NM:  Carlsbad Field Office. U. S.  Department of 
Energy .  2007b.    

DOE,  2007b 
 

 

"Final Environmental Impact Statement (FEIS) Waste isolation Pilot 
Plant," DOE/EIS-0026, Washington, D.C. DOE, 1980 

DOE, 1980 
 

 

"Basic Data Report for Borehole Cabin Baby-1 Deepening and 
Hydrologic Testing, WTSD-TME-020, U.S. Department of Energy, 
Albuquerque, New Mexico. DOE, 1983a 

DOE, 1983a 
 

 

WIPP-DOE-71, Design Criteria Waste Isolation Pilot Plant revised 
Mission Concept. DOE, 1984. 

DOE, 1984 
 

 

DOE Radiological Control Manual , DOE, 1994. DOE, 1994   

―Conceptual Design for Operational Phase Panel Closure Systems,‖ 
DOE-WIPP-95-2057, U.S. Department of Energy, WIPP Project Office, 
Carlsbad, New Mexico.  DOE 1995b. 

DOE, 1995b 
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―Performance Demonstration Program Plans for Analysis of Solid 
Waste Forms‖ CAO-95-1077. DOE 1995c. 

DOE, 1995c 

 

 

Exhaust Shaft:  Phase III Hydraulic Assessment Data Report, October 
1997-October 1998.  DOE-WIPP 99-2302. DOE. 1999.   

DOE, 1999a 

 

 

Title 40 CFR Part 191 Compliance Recertification Application for the 
Waste Isolation Pilot Plant (March). 10 Vols. DOE/WIPP 2004-3231. 
Carlsbad, NM: Carlsbad Field Office. U.S. Department of Energy (DOE) 
2004. 

DOE, 2004 

 

www.wipp.energy.gov/library/CRA/BaselineTool/Index.htm 

Title 40 CFR Part 191 and 194 Compliance Recertification Application 
for the Waste Isolation Pilot Plant, Carlsbad Field Office, Carlsbad, NM. 
DOE, 2009. 

DOE, 2009 

 

 

Summary of the Results of the Evaluation of the WIPP Site and 
Preliminary Design Validation Program. WIPP-DOE-161. Carlsbad, 
NM:  Waste Isolation Pilot Plant. DOE. 1983b.  

DOE. 1983b 
 

 

Waste Isolation Pilot Plant Annual Site Environmental Report for 2006 
(September).  DOE/WIPP 07-2225.  Carlsbad, NM:  Carlsbad Field 
Office. DOE. 2007.  

DOE. 2007a.  
 

 

Delaware Basin Monitoring Annual Report. DOE/WIPP-99-2308, Rev. 
03. Carlsbad, NM: Department of Energy. DOE.  2002a.  

DOE.  2002a.  
 

 

Geotechnical Analysis Report for July 2000 -June 2001. DOE/WIPP 02-
3177, Vol. 1. Carlsbad, NM: Department of Energy. DOE.  2002b.  

DOE.  2002b 
 

 

Waste Isolation Pilot Plant Site Environmental Report:  Calendar Year 
2002 (Rev. 1, September).  DOE/WIPP 03-2225.  Carlsbad, NM:  
Carlsbad Field Office. DOE.  2003.  

DOE.  2003 
 

 

DOE/WIPP 96-2150 Appendix A—Derivation of Relationships for the 
Air-Flow Models , DOE, 1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE/WIPP 96-2150, Appendix B—Calculations in Support of Panel 
Gas Pressurization Due to Creep Closure, DOE, 1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE/WIPP 96-2150, Appendix C—FLAC Modeling of the Panel 
Closure System, DOE, 1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE/WIPP 96-2150, Appendix D—Brine/Cement Interactions, DOE, 
1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE/WIPP 96-2150, Appendix E—Previous Studies of Panel-Closure 
System Materials, DOE, 1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE/WIPP 96-2150, Appendix F—Heat Transfer Model, Derivation 
Methane Explosion, DOE, 1996. 

DOE/WIPP 96-2150 
Complete Version 

 
 

DOE-HDBK-1001-96 ―Good Practice For Training And Qualification of 
Instructors‖ , DOE, 1996. 

DOE-HDBK-1001-96 
 

 

DOE-HDBK-1078-94 Training Program Handbook: A Systematic 
Approach to Training, DOE, 1994. 

DOE-HDBK-1078-94 
 

 

DOE-STD-1090-96, DOE Standard Hoisting and Rigging Manual, DOE, 
1996. 

DOE-STD-1090-96 
 

 

http://www.wipp.energy.gov/library/CRA/BaselineTool/Index.htm
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Physical and Chemical Hydrogeology. Domenico and Schwartz, 1990 Domenico, Schwartz, 
1990 
 

X 
http://www.amazon.com/Physical-Chemical-Hydrogeology-
Patrick-Domenico/dp/0471597627 

Evaluation of Culebra Brine Chemistry.  AP-125.  ERMS 549336.  
Carlsbad, NM:  Sandia National Laboratories. Domski, P.S., and R.L. 
Beauheim.  2008.  

Domski and 
Beauheim, 2008.     

 

Hydraulic Testing Around Room Q: Evaluation of the Effects of Mining 
on the Hydraulic Properties of Salado Evaporites. Domski, Upton, and 
Beauheim, 1996 

Domski, Upton, 
Beauheim, 1996 
 

 
 

Department of Transportation  Emergency Response Guidebook, DOT, 
2008 

DOT 2008 
X 

http://ehsgear.stores.yahoo.net/emresguid.html 

Exhaust Shaft: Phase 2 Hydraulic Assessment Data Report Involving 
Drilling, Installation, Water-Quality Sampling, and Testing of 
Piezometers 1-12.  DOE/WIPP97-2278.  Carlsbad, NM: Westinghouse 
Electric Corporation. Duke Engineering and Services (DES).  1997.  

Duke Engineering 
and Services, 1997 
 

 

 

"Core from the Lower Dewey Lake, Rustler, and Upper Salado 
Formation, Culberson County, Texas," Core Workshop No. 2, 
pp. 273B283 (Permian Basin Section), Society of Economic 
Paleontologists and Mineralogists. Eager, G. P., 1983. 

Eager, 1983 
 

X 

 

Advances in Well Test Analysis. Earlough, 1977. Earlough, 1977 X http://www.rigzone.com/store/product.asp?p_id=1474 

"Final Report or Time Domain Electromagnet (TDEM) Surveys at the 
WIPP," SAND87-7144, Sandia National Laboratories, Albuquerque, 
New Mexico. Earth Technology Corporation, 1987. 

Earth Technology 
Corporation, 1987 
 

 
 

Description of the SWEPP Certified Waste Sampling Program for FY-
95. Engineering Design File, RWMC-363. EG&G 1994. 

EG&G 1994 

 

 

"RCRA Ground-Water Monitoring Technical Enforcement Guidance 
Document," U.S. Environmental Protection Agency, Washington, D.C. 
U.S. Environmental Protection Agency (EPA), 1986. 

EPA ,1986 
 

 

"Functional Guidelines for Evaluating Inorganics Analyses," U.S. 
Environmental Protection Agency, Washington, D.C. U.S. 
Environmental Protection Agency (EPA), 1988. 

EPA ,1988 
 

 

 ―Background Documentation for the U.S. Environmental Protection 
Agency’s Proposed Decision on the No-Migration Variance for U.S. 
Department of Energy’s Waste Isolation Pilot Plant,‖ U.S. 
Environmental Protection Agency, Washington, D.C.  EPA 1990. 

EPA ,1990 

 

 

 ―National Functional Guidelines for Organic Data Review‖. EPA 1991. EPA ,1991   

 ―Statistical Analysis of Ground-Water Monitoring Data at RCRA 
Facilities, Addendum to Interim Final Guidance‖. EPA 1992. 

EPA ,1992 
 

 

U.S. Environmental Protection Agency  Waste Analysis At Facilities 
That Generate, Treat, Store, And Dispose Of Hazardous Wastes, 
OSWER 9938.4-03. EPA ,1994. 

EPA ,1994 
 

 

Compendium Method TO-14A or TO-15, Compendium of Methods for 
the Determination of Toxic Organic Compounds in Ambient Air. EPA 
1999. 

EPA ,1999 
 

 

http://www.amazon.com/Physical-Chemical-Hydrogeology-Patrick-Domenico/dp/0471597627
http://www.amazon.com/Physical-Chemical-Hydrogeology-Patrick-Domenico/dp/0471597627
http://ehsgear.stores.yahoo.net/emresguid.html
http://www.rigzone.com/store/product.asp?p_id=1474
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Calculating Upper Confidence Limits for Exposure Point Concentrations 
at Hazardous Waste Sites.  OSWER 9285.6-10, Office of Emergency 
and Remedial Response, Washington DC. EPA 2002.   

EPA ,2002 
 

 

EPA Method 3051, EPA, 2007. EPA,  2007   

EPA Method 6010, EPA, 2007. EPA,  2007   

EPA Method 7000, EPA, 2007. EPA,  2007   

EPA Method 7010, EPA, 2007. EPA,  2007   

EPA Method 7471, EPA, 2007. EPA,  2007   

EPA Method 1311, EPA, 1992. EPA, 1992   

EPA Method 7061, EPA, 1992. EPA, 1992   

EPA Method 6020, EPA, 1994. EPA, 1994   

EPA Method 7062, EPA, 1994 EPA, 1994   

EPA Method 7741, EPA, 1994 EPA, 1994   

EPA Method 7742, EPA, 1994 EPA, 1994   

EPA Method 8240, EPA, 1994 EPA, 1994   

EPA Method FT IR / 8410, EPA, 1994 EPA, 1994   

Criteria for the Certification and Re-Certification of the Waste Isolation 
Pilot Plant’s Compliance with the 40 CFR Part 191 Disposal 
Regulations. Response to Comments Document for 40 CFR Part 194. 
EPA 402-R-96-001. Washington, DC: U.S. Environmental Protection 
Agency, Office of Radiation and Indoor Air. EPA 1996a. 

EPA, 1996 

 

www.wipp.energ.gov/library/CRA/BaselineTool/Index.htm 

EPA Method 8015, EPA, 1996. EPA, 1996   

EPA Method 8260, EPA, 1996. EPA, 1996   

EPA Method 8270, EPA, 1996. EPA, 1996   

EPA Method 8315A, EPA, 1996. EPA, 1996   

"Test Methods for Evaluating Solid Waste," Physical/Chemical 
Methods," SW-846, 3rd ed., U.S.  Environmental Protection Agency, 
Office of Solid Waste and Emergency Response, Washington, D.C. 
U.S.  Environmental Protection Agency (EPA), 1996.   

EPA, 1996 

 

 

Compendium of Methods for the Determination of Toxic Organic 
Compounds in Ambient Air. (EPA/625/R-96/010b, January 1999). U.S.  
Environmental Protection Agency (EPA, 1999). 

EPA, 1999 
 

www.epa.gov/ttn/amtic/airtox.html 
 

Transmittal of Final Fact Sheet Entitled ―Institutional Controls: A Site 
Manager’s Guide to Identifying, Evaluating and Selecting Institutional 
Controls at Superfund and RCRA Corrective Action Cleanups‖.  
Memorandum by Timothy Fields, Jr., Assistant Administrator, Office of 
Solid Waste and Emergency Response, September 29, 2000.  
Washington, D.C.: U.S. Environmental Protection Agency. U.S. 
Environmental Protection Agency (EPA) 2000. 

EPA, 2000 

 

www.epa.gov/superfund/policy/ic/guide/guide.pdf 
 

EPA Requirements for Preparing Quality Assurance Project Plans, 
QA/R-5, EPA 240/R-01/009, December 2002, Washington, D.C. U.S. 
Environmental Protection Agency. 2001. 

EPA, 2001 
 

 

EPA Guidance for Quality Assurance Project Plans, QA/G5, EPA 
240/B-01/003, March 2002, Washington, D.C. U.S. Environmental 
Protection Agency. 2002. 

EPA, 2002b 
 

 

EPA OLM 01.0 - Contract Laboratory Program Statement of Work for 
Organics Analysis (Document Number OLM 01.0) . EPA. 2005. 

EPA, 2005 
 

 

http://www.wipp.energ.gov/library/CRA/BaselineTool/Index.htm
http://www.epa.gov/ttn/amtic/airtox.html
http://www.epa.gov/superfund/policy/ic/guide/guide.pdf
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EPA-600/2-80-076, ―A Method for Determining the Compatibility of 
Hazardous Waste,‖ EPA 1980. 

EPA,1980 
 

 

"Statistical Analysis of Ground-Water Monitoring Data at RCRA 
Facilities," U.S. Environmental Protection Agency, Washington, D.C. 
U.S. Environmental Protection Agency (EPA), 1989. 

EPA,1989 
 

 

EPA ILM 03.0 - Contract Laboratory Program Statement of Work for 
Inorganics Analysis (Document Number ILM 03.0). Page B3-56. EPA. 
2005. 

EPA., 2005 
 

 

EST-01G Emergency Services Technician Qualification Card Guide 
Book, WTS, 2006. 

EST 01G 
 

 

"Erosional Margins and Patterns of Subsidence in the lake Paleozoic 
West Texas Basin and Adjoining Basins of West Texas and New 
Mexico," New Mexico Geological Society Guidebook, 44th Field 
Conference, Carlsbad Region New Mexico and West Texas, D.W. Lowe 
et al., eds., pp. 155-166. Ewing, T.E., 1993. 

Ewing, T.E., 1993 

X 

http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm 
 

Public Rangelands Improvement Act of 1978, U.S. Congress, 1978 Federal Land Policy 
and Management Act 

 

http://www.gpoaccess.gov/uscode/index.html 
 

Federal Land Policy and Management Act, BLM, 1976 
  

Federal Land Policy 
and Management Act 

 
 

―Selected Analyses to Evaluate the Effect of the Exploratory Shafts on 
Repository Performance at Yucca Mountain,‖ SAND85-0598, Sandia 
National Laboratories, Albuquerque, New Mexico.  Page I1-11. 
Fernandez, J. A., T. E. Hinkebein, and J. B. Case, 1989. 

Fernandez, 
Hinkebein, Case,  
1989 

 

 

Least Squares Analysis and Minimum Detection Levels Applied to Multi-
Componenet Alpha Emitting Samples. Radiochem. Radioanal.Letters, 
16 No. 1. Fisenne, I.M., et. al. 1973. 

Fisenne, et al 1973 

X 

No Longer Available 

WIPP Operations Watchstation Qualification Card Guide Book . FO-
GUIDE-1, Washington TRU Solutions. 2009. 

FO-GUIDE-1, 2009 
 

 

"Oil and Gas Potential of a Proposed Site for the Disposal of High-Level 
Radioactive Waste," Open-File Report, Contract No. AF(40-1)-4423, 
Oak Ridge National Laboratory, Oak Ridge, Tennessee. Foster, R. W., 
1974. 

Foster, 1974 

X 

http://geoinfo.nmt.edu/publications/openfile/details.cfml?volume=
48 
 

The Excavation Effects Program at the Waste Isolation Pilot Plant, 
Innovative Mine Design for the 21

st
 Century, Proceedings of the 

International Congress on Mine Design August 23-26, 1993. Francke, 
C.T., and L.J. Terrill, 1993. 

Francke, Terrill 1993 

 

 

Hanford Permanent Isolation Barrier Program: Asphalt Technology Test 
Plan. PNL-9336. Richland, WA: Pacific Northwest Laboratories. (Copy 
available from National Technical Information Service, 5285 Port Royal 
Road, Springfield, VA, 22161. Freeman, H.D., and R.A. Romine. 1994. 

Freeman and 
Romine, 1994.  

 

 

"Theoretical Analysis of Regional Groundwater Flow: 2.  Effect of 
Water-Table Configuration and Subsurface Permeability Variation," 

Freeze and 
Witherspoon, 1967 X 

http://www.agu.org/journals/ABS/1967/WR003i002p00623
.shtml 

http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm
http://www.gpoaccess.gov/uscode/index.html
http://geoinfo.nmt.edu/publications/openfile/details.cfml?volume=48
http://geoinfo.nmt.edu/publications/openfile/details.cfml?volume=48
http://www.agu.org/journals/ABS/1967/WR003i002p00623.shtml
http://www.agu.org/journals/ABS/1967/WR003i002p00623.shtml
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Water Resources Research, Vol. 3, No. 2, pp. 623-634. Freeze, R.A., 
and Witherspoon, P.A., 1967. 

 

Core Workshop No. 13, pp. 3-269, Society of Economic Paleontologists 
and Mineralogists (SEPM). G. A. Grover, eds.,1989. 

G. A. Grover 
 

Not Available 

"Geology of the Capitan Shelf Margin Subsurface Data from the 
Northern Delaware Basin," In Subsurface and Outcrop Examination of 
the Capitan Shelf Margin, Northern Delaware Basin. Garber, R. A., G. 
A. Grover, and P. M. Harris, 1989. Geohydrology Associates.  1978.  

Garber,  Grover, 
Harris, 1989 

X 

http://openlibrary.org/b/OL1912835M/Subsurface_and_out
crop_examination_of_the_Capitan_shelf_margin_northern
_Delaware_Basin 
 

Ground-Water Study Related to Proposed Expansion of Potash Mining 
near Carlsbad, New Mexico.  Contractor Report to Bureau of Land 
Management, Denver, CO, Contract No. YA-512-CT7-217.  
Albuquerque, NM: Geohydrology Associates. 1978. 

Geohydrology 
Associates,  1978 

 

 

Geotechnical Experts Panel, 1991 Geotechnical Experts 
Panel, 1991 

 

Not Available 

Statistical Methods for Environmental Pollution Monitoring, Gilbert, R.O. 
1987. 

Gilbert 1987 

X 

http://books.google.com/books?hl=en&lr=&id=lEo1rvDGUEkC&o
i=fnd&pg=PA1&dq=Statistical+Methods+for+Environmental+Poll
ution+Monitoring&ots=F72fVV8Hu0&sig=iIrOXd0UhBT3V8wMgt
OJbdQLhco#v=onepage&q=&f=false 

OECD/NEA International Stripa Project. Overview Volume III: 
Engineered Barriers. Stockholm, Sweden: SKB, Swedish Nuclear Fuel 
and Waste Management Company. (Copy on file in the Nuclear Waste 
Management Library, Sandia National Laboratories, Albuquerque, NM 
as TD898.2 .G73 1993.) Gray, M. N. 1993. 

Gray, 1993 

 

 

"Site Selection and Evaluation Studies of the Waste Isolation Pilot Plant 
(WIPP), Los Medaños, Eddy County, New Mexico," SAND77-0946, 
Sandia National Laboratories, Albuquerque, New Mexico. Griswold, G. 
B., 1977. 

Griswold,  1977 
  

 

"Possible Improvement of Quality of Water of the Pecos River by 
Diversion of Brine at Malaga Bend, Eddy County, NM," Pecos River 
Commission New Mexico and Texas, in cooperation with United States 
Department of the Interior, Geological Survey, Water Resources 
Division, Carlsbad, New Mexico. Hale, W.E., Hughes, L.S., and Cox, 
E.R., 1954. 

Hale,  Hughes,  Cox, 

1954 
  

 

―Large-Scale Dynamic Compaction of Natural Salt,‖ 4
th
 International 

Conference on the Mechanical Behavior of Salt, Montreal, Quebec, 
June 17-18, 1996.  SAND96-0792C.  Albuquerque, NM: Sandia 

National Laboratories. Hansen and Ahrens, 1996. 

Hansen and  Ahrens, 

1996 
 

 

 

 ―A Shaft Seal System for the Waste Isolation Pilot Plant,‖ Proceedings 
of SPECTRUM ’96, Nuclear and Hazardous Waste Management, 
International Topical Meeting, American Nuclear Society/Department of 
Energy Conference, Seattle, WA, August 18-23, 1996. SAND96-1100C. 
Albuquerque, NM: Sandia National Laboratories. Hansen, F. D., E. H. 
Ahrens, A. W. Dennis, L.  D. Hurtado, M.K. Knowles, J. R. Tillerson, T. 
W. Thompson, and D. Galbraith. 1996. 

Hansen, Ahrens,  

Dennis,  Hurtado,  

Knowles,   Tillerson,  

Thompson,  

Galbraith, 1996 

 

 

http://openlibrary.org/b/OL1912835M/Subsurface_and_outcrop_examination_of_the_Capitan_shelf_margin_northern_Delaware_Basin
http://openlibrary.org/b/OL1912835M/Subsurface_and_outcrop_examination_of_the_Capitan_shelf_margin_northern_Delaware_Basin
http://openlibrary.org/b/OL1912835M/Subsurface_and_outcrop_examination_of_the_Capitan_shelf_margin_northern_Delaware_Basin
http://books.google.com/books?hl=en&lr=&id=lEo1rvDGUEkC&oi=fnd&pg=PA1&dq=Statistical+Methods+for+Environmental+Pollution+Monitoring&ots=F72fVV8Hu0&sig=iIrOXd0UhBT3V8wMgtOJbdQLhco#v=onepage&q=&f=false
http://books.google.com/books?hl=en&lr=&id=lEo1rvDGUEkC&oi=fnd&pg=PA1&dq=Statistical+Methods+for+Environmental+Pollution+Monitoring&ots=F72fVV8Hu0&sig=iIrOXd0UhBT3V8wMgtOJbdQLhco#v=onepage&q=&f=false
http://books.google.com/books?hl=en&lr=&id=lEo1rvDGUEkC&oi=fnd&pg=PA1&dq=Statistical+Methods+for+Environmental+Pollution+Monitoring&ots=F72fVV8Hu0&sig=iIrOXd0UhBT3V8wMgtOJbdQLhco#v=onepage&q=&f=false
http://books.google.com/books?hl=en&lr=&id=lEo1rvDGUEkC&oi=fnd&pg=PA1&dq=Statistical+Methods+for+Environmental+Pollution+Monitoring&ots=F72fVV8Hu0&sig=iIrOXd0UhBT3V8wMgtOJbdQLhco#v=onepage&q=&f=false
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Deep-Water Density Current Deposits of Delaware Mountain Group 
(Permian), Delaware Basin, Texas and New Mexico, American 
Association of Petroleum Geologists Bulletin, Vol. 72. Harms, J. C., and 
C. R. Williamson, 1988. 

Harms and 

Williamson, 1988  

 
X 

http://doi.aapg.org/data/open/offer.do?target=%2Fbulletns
%2F1988-
89%2Fdata%2Fpg%2F0072%2F0003%2F0250%2F0299.
htm 
 

Personal Communication to D. Powers, Geological Society of America, 
Penrose Conference. Harwood, G., and A. Kendall, 1988. 

Harwood and 

Kendall, 1988 
X 

www.geosociety.org 

"A Method for Determining the Compatibility of Hazardous Wastes," 
EPA-600/2-80-076, U.S. Environmental Protection Agency, Cincinnati, 
Ohio. Hatayama, H. K., J. J. Chen, E. R. de Vera, R. D. Stephens, and 
D. L. Storm, 1980. 

Hatayama,  Chen,  de 

Vera, Stephens,  

Storm, 1980  

 

 

 

Modeling of Ground-Water Flow in the Culebra Dolomite at the Waste 
Isolation Pilot Plant (WIPP) Site: Interim Report.  SAND86-7167.  
Sandia National Laboratories, Albuquerque, NM. Haug, A., Kelley, V.A., 
LaVenue, A.M., and Pickens, J. F.  1987.  

Haug,  Kelley,  

LaVenue, Pickens, 

1987 

 

 

 

Highway Design Manual (HDM) Table 613.3A . DOT. 2006 Highway Design 
Manual 

 
 

―Mapping of Pressure-Head Responses of a Fractured Rock Aquifer to 
Rainfall Events.‖  Proceedings of the 2007 U.S. EPA/NGWA Fractured 
Rock Conference (pp. 522–36).  Westerville, OH:  National Ground 
Water Association. Hillesheim, M.B., L.A. Hillesheim, and N.J. Toll.  
2007.  

Hillesheim,  

Hillesheim, Toll, 2007 
 

 

 

 “Sedimentation, Tectonism, and Hydrocarbon Generation in [the] 
Delaware Basin, West Texas and Southeastern New Mexico,” American 
Association of Petroleum Geologists Bulletin. Vol. 68, no. 3, 250. Hills, 
J.M. 1984. 

Hills, 1984 

 X 

http://aapgbull.geoscienceworld.org/cgi/content/abstract/6
8/3/250 
 

"Structure of the Premium Guadalupian Capitan Aquifer, Southeast 
New Mexico and West Texas," Resource Map, New Mexico Bureau of 
Mines and Mineral Resources, Socorro, New Mexico. Hiss, W.L., 1976. 

Hiss, 1976, 

 
X 

http://geoinfo.nmt.edu/publications/search/Results.cfml?C
ode=RM00006 
 

Analysis Report Task 2 of AP-088 – Estimating Base Transmissivity 
Field.  Sandia National Laboratories, WIPP Records Center.  ERMS 
#523889.  WIPP Records Center. Holt, R.M. and Yarbrough, L.  2002.  

Holt  and Yarbrough,, 

2002 
 

 

 

"Geotechnical Activities in the Waste Handling Shaft Waste Isolation 
Pilot Plant (WIPP) Project, Southeastern New Mexico," WTSD-TME-
038, U.S. Department of Energy, Carlsbad, New Mexico. Holt, R. M., 
and D. W. Powers, 1984. 

Holt and Powers, 

1984 
 

 

 

"Rustler Formation:  Evaporite End Stages of Continental Basin," 
Abstract, 12th Int. Sed. Congress, Canberra, Australia, pp. 141-142. 
Holt, R. M., and D. W. Powers, 1986. 

Holt and Powers, 

1986 
 

X 

 

 "Facies Variability and Post-Depositional Alteration within the Rustler 
Formation in the Vicinity of the Waste Isolation Pilot Plant, Southeastern 
New Mexico," DOE/WIPP 88-004, U.S. Department of Energy, 

Holt and Powers, 

1988 
X 

 

http://doi.aapg.org/data/open/offer.do?target=%2Fbulletns%2F1988-89%2Fdata%2Fpg%2F0072%2F0003%2F0250%2F0299.htm
http://doi.aapg.org/data/open/offer.do?target=%2Fbulletns%2F1988-89%2Fdata%2Fpg%2F0072%2F0003%2F0250%2F0299.htm
http://doi.aapg.org/data/open/offer.do?target=%2Fbulletns%2F1988-89%2Fdata%2Fpg%2F0072%2F0003%2F0250%2F0299.htm
http://doi.aapg.org/data/open/offer.do?target=%2Fbulletns%2F1988-89%2Fdata%2Fpg%2F0072%2F0003%2F0250%2F0299.htm
www.geosociety.org
http://aapgbull.geoscienceworld.org/cgi/content/abstract/68/3/250
http://aapgbull.geoscienceworld.org/cgi/content/abstract/68/3/250
http://geoinfo.nmt.edu/publications/search/Results.cfml?Code=RM00006
http://geoinfo.nmt.edu/publications/search/Results.cfml?Code=RM00006
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Carlsbad, New Mexico. Holt, R. M., and D. W. Powers, 1988.  

Personal Communication to D. Powers, Geological Society of America, 
Penrose Conference. Hovorka, S., 1988. 

Hovorka, 1988 X 
www.geocity.org 

 ―Impact of Salt Dissolution on the Transmissivity of the Culebra 
Dolomite Member or the Rustler Formation, Delaware Basin, 
Southeastern New Mexico‖ Abstracts with Program, v. 34, no. 6, p. 215. 
Holt, R.M., and Powers, D.W.  2002.  

Holt and Powers, 

2002.    
 

 

 

"Geologic Mapping of the Air Intake Shaft at the Waste Isolation Pilot 
Plant," DOE/WIPP 90-051, U.S. Department of Energy, Carlsbad, New 
Mexico. Holt, R. M., and D. W. Powers, 1990a. 

Holt and Powers. 

1990.  
 

 

 

―Predicting Fractured Zones in the Culebra Dolomite.‖  Dynamics of 
Fluids and Transport in Fractured Rock (pp. 103–16).  B. Faybishenko, 
P.A. Witherspoon, and J. Gale, eds.  Geophysical Monograph Series 
162.  Washington, DC:  American Geophysical Union. Holt, R.M., R.L. 
Beauheim, and D.W. Powers.  2005.  

Holt, Beauheim, 

Powers, 2005  
 

 

 

Conceptual Model for Transport Processes in the Culebra Dolomite 
Member, Rustler Formation.  SAND97-0194.  Albuquerque, NM: Sandia 
National Laboratories. Holt, R.M.  1997.  

Holt, R. M.   1997 
  

 

"Preliminary Map of Young Faults in the United States as a Guide to 
Possible Fault Activity," Miscellaneous Field Studies Map MF-916, scale 
1:5,000,000, 2 sheets, U.S. Geological Survey. Howard, K. A., J. M. 
Aaron, E. E. Brabb, M. R. Brock, H. D. Gower, S. J. Hunt, D. J. Milton, 
W. R. Muehlberger, J. K. Nakata, G. Plafker, D. C. Prowell, R. E. 
Wallace, and I. J. Witkind, 1971 (reprinted 1991). 

Howard et. al., 1971  
 

 

http://pubs.er.usgs.gov/usgspubs/mf/mf916 
 

"The Theory of Ground-Water Motion," The Journal of Geology, Vol. 48, 
No. 8, pt. 1., pp. 785-944. Hubbert, M.K., 1940. 

Hubbert, 1940 
x 

http://www.jstor.org/pss/30057101 
Note: must cut and paste link into Internet browser 
 

"A Regional Water Balance for the Waste Isolation Pilot Plant (WIPP) 
Site and Surrounding Area" SAND84-2233, Sandia National 
Laboratories, Albuquerque, New Mexico. Hunter, R.L., 1985. 

Hunter, 1985 
 

 

Sealing of Underground Repositories for radioactive Wastes. 
STI/DOC/10/319. International Atomic Energy Agency 1990. 

IAEA 1990 

X 

http://www-
pub.iaea.org/MTCD/publications/PubDetails.asp?pubId=1
423 
 

IC041098 U/G Exhaust Mass Flow Measurement System for Fans 
700A, B & C Maintenance Procedure, WTS, 2004 

IC041098 
 

 

Exhaust Shaft Hydraulic Assessment Data Report. DOE-WIPP 97-
2219. Carlsbad, NM: WIPP Management and Operating Contractor. 
INTERA.  1997. 

INTERA, 1997 
 

 

Exhaust Shaft Data Report: 72-Hour Pumping Test on C-2506 and 24-
Hour Pumping Test on C-2505.  Carlsbad, NM: Waste Isolation Pilot 
Plant. INTERA.  1997. 

INTERA, 1997a 
 

 

www.geocity.org
http://pubs.er.usgs.gov/usgspubs/mf/mf916
http://www.jstor.org/pss/30057101
http://www-pub.iaea.org/MTCD/publications/PubDetails.asp?pubId=1423
http://www-pub.iaea.org/MTCD/publications/PubDetails.asp?pubId=1423
http://www-pub.iaea.org/MTCD/publications/PubDetails.asp?pubId=1423
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Ground-Penetrating Radar Surveys at the WIPP Site. January 1991 to 
February 1992. IT Corporation 1993. 

IT 1993 

 

 

Addendum 1, Waste Isolation Pilot Plant RCRA Background 
Groundwater Quality Baseline Update Report.  Prepared for 
Westinghouse Electric Corporation, Carlsbad, NM. IT Corporation.  
2000.  

IT Corporation.   

2000.    

 

 

 

 

 "Map Showing Localities and Inferred Distribution of the Huckleberry 
Ridge, Mesa Falls, and Lava Creek Ash Beds in the Western United 
States and Southern Canada," Misc. Investigations Map I-1325, scale 
1:4,000,000, U.S. Geological Survey. Izett, G. A., and R. E. Wilcox, 
1982. 

Izett and  Wilcox, 

1982,  
 

Large map.  Hardcopy provided. 

"Correlation of Drillhole and Shaft Logs, Waste Isolation Pilot Plant 
(WIPP) Project, Southeastern New Mexico," TME-3179, U.S. 
Department of Energy, Albuquerque, New Mexico. Jarolimek, L., M. J. 
Timmer, and D. W. Powers, 1983. 

Jarolimek   Timmer,  

Powers, 1983  

 

"Salt Deposits of Los Medanos Area, Eddy and Lea Counties, New 
Mexico," Open File Report 4339-7, U.S. Geological Survey, p. 67. 
Jones, C. L., M. E. Cooley, and G. O. Bachman, 1973. 

Jones,   Cooley,  

Bachman, 1973  
 

 
 

"Experimental Drill Hole Logging in Potash Deposits of the Carlsbad 
District, New Mexico," Open File Report 60-84, U.S. Geological Survey. 
Jones, C. L., K. G. Bowles, and K. G. Bell, 1960. 

Jones,  Bowles,   Bell, 

1960 
 

 

"Integration of Interpretation Results of Tracer Tests Performed in the 
Culebra Dolomite at the Waste Isolation Pilot Plant (WIPP) Site," 
SAND92-1579, Sandia National Laboratories, Albuquerque, New 
Mexico. Jones, T.L., Kelley, V.A., Pickens, J.T.., Upton, D.T., 
Beauheim, R.L., and Davies, P.B., 1992. 

Jones,  et. al., 1992  

 

 

"Test Drilling for Potash Resources:  Waste Isolation Pilot Plant Site, 
Eddy County, New Mexico," Open File Report 78-592, U.S. Geological 
Survey, Denver, Colorado, Vols. 1 and 2. Jones, C. L., 1978. 

Jones, 1978 

 

https://igsrglib03.er.usgs.gov/ipac20/ipac.jsp?session=125
EUK7339894.11367&profile=r&source=~!horizon&view=s
ubscriptionsummary&uri=full=3100001~!53557~!1&ri=1&a
spect=subtab13&menu=search&ipp=20&spp=20&staffonly
=&term=Jones&index=.AW&uindex=&oper=&term=Potash
+Resources&index=.TW&uindex=&aspect=subtab13&me
nu=search&ri=1#focus 

"Geologic Data for Borehole ERDA-6, Eddy County, New Mexico," 
Open File Report 81-468, U.S. Geological Survey, Denver, Colorado. 
Jones, C. L., 1981. 

Jones, 1981  
 

 

"Hydrocarbon Evaluation, Waste Isolation Pilot Plant Site Area to State 
and Federal Royalty Interests, Eddy County, New Mexico," Sandia 
National Laboratories, Albuquerque, New Mexico. Keesey, J. J., 1977. 

Keesey, 1977 
 

 

Core Analyses for Selected Samples from the Culebra Dolomite at the 
Waste Isolation Pilot Plant Site.  SAND90-7011.  Sandia National 
Laboratories, Albuquerque, NM. Kelley, V.A., and Saulnier, Jr., G.J.  
1990.  

Kelley and Saulnier,  

1990  
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Geology of the Pecos Country, Southeastern New Mexico.  Memoir 24.  
New Mexico Bureau of Mines and Mineral Resources, Socorro, NM. 
Kelley, V.A.  1971.  

Kelley, 1971 
X 

http://geoinfo.nmt.edu/publications/memoirs/24/home.cfm 
 

"Geology of the Southern Guadalupe Mountains, Texas," Professional 
Paper 215, U.S. Geological Survey, Washington, D.C. King, P. B., 
1948. 

King, 1948, 
 

 

"Microfolding in the Castile and Todito Evaporites, Texas and New 
Mexico," Geological Society of American Bulletin, Vol. 81, pp. 3259-
3282. Kirkland, D. W., and R. Y. Anderson, 1970. 

Kirkland and  
Anderson, 1970 X 

http://gsabulletin.gsapubs.org/content/81/11/3259.abstract 
 
 

 ―Use of a Method Specification for In Situ Compaction of Clay-Based 
Barrier Materials,‖ High Level Radioactive Waste Management, 
Proceedings of the Third International Conference, Las Vegas, NV, 
April 12-16, 1992. La Grange Park, IL: American Nuclear Society, Inc.; 
New York, NY: American Society of Civil Engineers. Vol. 1, 1129-1136. 
(Copy on file in the SWCF.) Kjartanson, B.H., N.A. Chandler, A.W.L. 
Wan, C.L. Kohle, and P.J. Roach. 1992. 

Kjartanson et.  

al.,1992.  
 

X 

http://cedb.asce.org/cgi/WWWdisplay.cgi?9201159 
 

"Culebra Transport Program Test Plan:  Hydraulic Characterization of 
the Culebra Dolomite Member of the Rustler Formation at the H-19 
Hydropad on the WIPP Site," On file in the Sandia WIPP Central Files. 
Kloska, M.B., Saulnier, Jr., G.J., and Beauheim, R.L., 1995. 

Kloska,  Saulnier,  
Beauheim, 1995, 

 

 

Reference Stratigraphy and Rock Properties for the WIPP Project. 
Kreig, R.D. Sandia National Labs.1983. 

Kreig, 1983 
 

 

 “Testing the Disturbed Zone Around a Rigid Inclusion in Salt” 4
th

 
Conference on Mechanical Behavior of Salt.SAND95-1151C. Knowles, 
M. K., D. Borns, J. Fredrich, D. Holcomb, R. Price, D. Zeuch, T. Dale, 
and R. Van Pelt. 1996. 

Knowles, et. al., 1996 

X 

No Longer Available 

 ―Field and Laboratory Testing of Seal Materials Proposed for the Waste 
Isolation Pilot Plant,‖ Proceedings of the Waste Management 1996 
Symposium, Tucson, AZ, February 25-29, 1996.  SAND95-2082C.  
Albuquerque, NM: Sandia National Laboratories.  Page I2B-8. Knowles 
and Howard, 1996. 

Knowles, M. K., and 

C. L. Howard. 1996. ― 

 

 

 

 

"Uranium-Isotope Systematics in Groundwaters of the Rustler 
Formation, Northern Delaware Basin, Southeastern New Mexico, I. 
Principles and Preliminary Results," SAND87-0388, Sandia National 
Laboratories, Albuquerque, New Mexico. Lambert, S. J., and J. A. 
Carter, 1987. 

Lambert  and  Carter, 

1987 
 

 

"Stable-Isotope Geochemistry of Groundwaters in the Delaware Basin 
Of Southeastern New Mexico, SAND87-0138, Sandia National 
Laboratories, Albuquerque, New Mexico.  Lambert, S.J., and Harvey, 
D.M., 1987. 

Lambert  and Harvey,  

1987  

 

"Geochemistry of Delaware Basin Ground Water," Circular 159, New 
Mexico Bureau of Mines and Mineral Resources, Socorro, New Mexico, 
pp. 33-38. Lambert, S. J., 1978. 

Lambert, 1978 
X 

http://openlibrary.org/b/OL10259634M/Scientific_Basis_for
_Nuclear_Waste_Management_VI 
 

"Dissolution of Evaporites In and Around the Delaware Basin, 
Southeastern New Mexico and West Texas," SAND82-0461, Sandia 
National Laboratories, Albuquerque, New Mexico. Lambert, S. J., 
1983a. 

Lambert, 1983a 

 

 

http://geoinfo.nmt.edu/publications/memoirs/24/home.cfm
http://gsabulletin.gsapubs.org/content/81/11/3259.abstract
http://cedb.asce.org/cgi/WWWdisplay.cgi?9201159
http://openlibrary.org/b/OL10259634M/Scientific_Basis_for_Nuclear_Waste_Management_VI
http://openlibrary.org/b/OL10259634M/Scientific_Basis_for_Nuclear_Waste_Management_VI
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"Evaporite dissolution relevant to the WIPP site, northern Delaware 
Basin, southeastern New Mexico," Materials Research Society 
Symposium Proceedings 15: Scientific Basis for Nuclear Waste 
Management VI, ed. D. G. Brookins, Elsevier Science Publishing 
Company, New York, New York, pp. 291-298. Lambert, S. J., 1983b. 

Lambert, 1983b 
 

X 

www.mrs.org 
 

"Feasibility Study:  Applicability of Geochronologic Methods Involving 
Radiocarbon and other Nuclides to the Groundwater Hydrology of the 
Rustler Formation, Southeastern New Mexico," SAND86-1054, Sandia 
National Laboratories, Albuquerque, New Mexico. Lambert, S.J., 1987. 

Lambert, 1987 

 

 

"Isotopic Constraints on the Rustler and Dewey Lake Groundwater 
Systems," In Hydrogeochemical Studies of the Rustler Formation and 
Related Rocks in the Waste Isolation Pilot Plant Area, Southeastern 
New Mexico, M. D. Siegel, S. J. Lambert, and K. L. Robinson, eds., 
SAND88-0196, Ch. 5, Sandia National Laboratories, Albuquerque, New 
Mexico. Lambert, S. J., 1991. 

Lambert, 1991 

 

 

 “ Geochemistry of the WIPP Site, Southeastern NM, USA” Applied 
Geochemistry. Vol. 7. Lambert, S.J. 1992. 

Lambert, 1992 X 
http://cat.inist.fr/?aModele=afficheN&cpsidt=4462031 
 

Uranium-Isotope Disequilibrium in Brine Reservoirs of the Castile 
Formation in Principles and Methods, Northern Delaware Basin, 
Southeastern New Mexico, SAND83-0144, Sandia National 

Laboratories, Albuquerque, NM. Lambert, S. J., and J. A. Carter, 1984. 

Lambert, S. J., and J. 

A. Carter, 1984  

 

"Salado Formation of the Permian Basin," American Association of 
Petroleum Geologists Bulletin, Vol. 23, pp. 1569-1572. Lang, W. B., 
1939. 

Lang, 1939 
X 

http://aapgbull.geoscienceworld.org/cgi/content/abstract/2
3/10/1569 
 

 Basal Beds of Salado formation on the Fletcher Potash Core Test Near 
Carlsbad, New Mexico; American Association of Petroleum Geologists; 
Volume 26, Pages 63-79. Lang, W. B., 1942. 

Lang, W. B., 1942 
 

 

"Occurrence of Comanche Rocks in Black River Valley, New Mexico," 
American Association of Petroleum Geologists Bulletin, Vol. 31, pp. 
1472-1478. Lang, W.B., 1947. 

Lang, 1947 
 X 

http://aapgbull.geoscienceworld.org/cgi/content/abstract/3
1/8/1472 
 

Systems Analysis, Long -Term Radionuclide Transport, and Dose 
Assessments, Waste Isolation Pilot Plant (WIPP), Southeastern New 
Mexico; March 1989.  SAND89-0462.  Sandia National Laboratories, 
Albuquerque, NM. Lappin, A.R., Hunter, R.L., Garber, D.P., and Davies, 
P.B., eds, 1989.  

Lappin et. al., 1989 

 

 

"Numerical Simulation of Groundwater Flow in the Culebra Dolomite at 
the Waste Isolation Pilot Plant (WIPP) Site:   Interim Report," 
SAND88-7002, Sandia National Laboratories, Albuquerque, New 
Mexico. LaVenue, A. M., A. Haug, and V. A. Kelley, 1988. 

LaVenue,  Haug,  

Kelley, 1988   

 

"Ground-Water Flow Modeling of the Culebra Dolomite.  Volume 1:  
Model Calibration," SAND89-7-68/1, Sandia National Laboratories, 
Albuquerque, New Mexico. LaVenue, A.M., Cauffman, T.L., and 
Pickens, J.F., 1990. 

LaVenue, Cauffman,  

Pickens,  1990  

 

 ―Erosion by Solution and Fill.‖  In Contributions to Geography in the 
United States:  USGS Bulletin, 760-C. Lee, W.T.  1925.  

Lee, 1925.    
 

 
 

2004 Compliance Recertification Application Performance Assessment Leigh et. al., 2005.    

http://www.mrs.org/
http://cat.inist.fr/?aModele=afficheN&cpsidt=4462031
http://aapgbull.geoscienceworld.org/cgi/content/abstract/23/10/1569
http://aapgbull.geoscienceworld.org/cgi/content/abstract/23/10/1569
http://aapgbull.geoscienceworld.org/cgi/content/abstract/31/8/1472
http://aapgbull.geoscienceworld.org/cgi/content/abstract/31/8/1472
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Baseline Calculation, (Revision 0). ERMS 541521. Carlsbad, NM: 
Sandia National Laboratories. Leigh, C. D., J. F. Kanney, L. H. Brush, J. 
W. Garner, G. R. Kirkes, T. Lowry, M. B. Nemer, J. S. Stein, E. D. 
Vugrin, S. Wagner, and T. B. Kirchner. 2005. 

 

TRU Waste Inventory for the 2004 Compliance Recertification 
Application Performance Assessment Baseline Calculation. ERMS 
541118. Carlsbad, NM: Sandia National Laboratories. Leigh, C.D., J.R. 
Trone, and B. Fox 2005. 

Leigh,  Trone,  Fox , 
2005 

 

 

Position for Determining Gas Phase Volatile Organic Compound 
Concentrations in Transuranic Waste Containers, INEL-
95/0109/Revision 1, M.J.  Connolly, et.  al., Page B1-2. Lockheed Idaho 
Technologies Company, 1995. 

Lockheed Idaho 
Technologies 
Company, 1995 

 

 

"Final Report, Waste Isolation Pilot Plant (WIPP), Los Medanos Area, 
Eddy and Lea Counties, New Mexico," report submitted to Sandia 
National Laboratories, Albuquerque, New Mexico. Long, G. J., and 
Associates, Inc., 1977. 

Long,  and 
Associates, Inc., 1977 

 

 

Assessment of the Potential for Karst in the Rustler Formation at the 
WIPP Site.  SAND2005-7303.  Albuquerque:  Sandia National 
Laboratories. Lorenz, J.C.  2006.  

Lorenz, 2006a 
 

 

 ―Assessment of the Geological Evidence for Karst in the Rustler 
Formation at the WIPP Site.‖  Caves and Karst of Southeastern New 
Mexico (pp. 243–52).  L. Land, V.W. Lueth, W. Raatz, P. Boston, and 
D.L. Love, eds.  57th Annual Fall Field Conference Guidebook. Lorenz, 
J.C.  2006.  

Lorenz, 2006b 

 

 

"Origin of Depositional Cycles in a Permian 'Saline Giant':  The Salado 
(McNutt Zone) Evaporites of New Mexico and Texas," Geological 
Society of America Bulletin, Vol. 100, pp. 592-608. Lowenstein, T. K., 
1988 

Lowenstein, 1988 

X 

http://bulletin.geoscienceworld.org/cgi/content/abstract/10
0/4/592 
 

2004.  Analysis Report:  Task 2 of AP-110;  Evaluation of Water-Level 
Rise in the Culebra Due to Recharge from Refining Process Water 
Discharged onto Potash Tailings Piles.  ERMS 536239.  Carlsbad, NM:  
Sandia National Laboratories. Lowry, T.S., and R.L. Beauheim.  

Lowry and Beauheim, 
2004 

 

 

Analysis Report:  Task 3 of AP-110;  Evaluation of Water-Level Rise in 
the Culebra Due to Leakage through Poorly Plugged and Abandoned 
Potash Boreholes.  ERMS 540187.  Carlsbad, NM:  Sandia National 
Laboratories. Lowry, T.S., and R.L. Beauheim.  2005.  

Lowry and Beauheim, 
2005 

 

 

"Triassic Stratigraphy in Southeastern New Mexico and Southwestern 
Texas," In Geology of the Carlsbad Region, New Mexico and West 
Texas, D. W. Love et al., eds., Forty-fourth Annual Field Conference 
Guidebook, New Mexico Geological Society, Socorro, New Mexico. 
Lucas, S. G., and O. J. Anderson, 1993. 

Lucas, and   

Anderson, 1993 
X 

http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm 
 

Head and Flow of Ground Water of Variable Density, Journal of 
Geophysical Research, Vol.66 No.12. Lusczynski, N.J., 1961. 

Lusczynski, 1961 

X 

http://www.agu.org/pubs/crossref/1961/JZ066i012p04247.
shtml 
 

"Calcic Soils of the Southwestern United States, in Soils and 
Quaternary Geology of the Southwestern United States," Special Paper 

Machette, 1985 X 
 

http://bulletin.geoscienceworld.org/cgi/content/abstract/100/4/592
http://bulletin.geoscienceworld.org/cgi/content/abstract/100/4/592
http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm
http://www.agu.org/pubs/crossref/1961/JZ066i012p04247.shtml
http://www.agu.org/pubs/crossref/1961/JZ066i012p04247.shtml
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203, Geological Society of America. Machette, M. N., 1985. 

"Characteristics of the Boundary Between the Castile and Salado 
Formations Near the Western Edge of the Delaware Basin, 
Southeastern New Mexico," New Mexico Geology, Vol. 10, No. 1, pp. 1-
6, 9. Madsen, B. M., and O. B. Raup, 1988. 

Madsen and Raup, 

1988 X 

 

"Cenozoic Fill and Evaporate Solution in the Delaware Basin, Texas 
and New Mexico," Geological Society of America Bulletin, Vol. 64. 
Maley, V. C., and R. M. Huffington, 1953. 

Maley and  Huffington, 

1953 
X 

http://gsabulletin.gsapubs.org/content/64/5/539.abstract 
 

Mechanical Behavior of Materials.  Reading MA: Addison-Wesley. Page 
I2B-5. McClintock and Aragon, 1996. 

McClintock and  

Aragon, 1996 

X 

http://siris-
libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.
3447&profile=liball&uri=link=3100027~!2801924~!310000
1~!3100002&aspect=subtab103&menu=search&ri=4&sour
ce=~!silibraries&term=Mechanical+behavior+of+materials.
&index=ALLTTLP#focus 

Analysis Report:  Culebra Water Level Monitoring Network Design.  AP-
111.  ERMS 540477.  Carlsbad, NM:  Sandia National Laboratories. 
McKenna, S.A.  2004.  

McKenna,  2004  
 

 

Subsurface Ventilation and Environmental Engineering, Chapman& 
Hall, London, First Edition. McPherson, M. J., 1993. 

McPherson, 1993 X 
http://www.mvsengineering.com/index.php?cPath=4 
 

 “Tracer Tests in a Fractured Dolomite, 1. Experimental Design and 
Observed Tracer Recoveries,” Water Resources Research, Vol. 25, No. 
5, pp. 1113-1128. Meigs, L.C., and Beauheim, R.L.  2001.  

Meigs and Beauheim,  
2001 X 

http://www.agu.org/pubs/crossref/2001/2000WR900335.s
html 
 

Interpretation of Tracer Tests Performed in the Culebra Dolomite at the 
Waste Isolation Pilot Plant.  SAND97-3109. Albuquerque, NM: Sandia 
National Laboratories. Meigs, L.C., Beauheim, R.L., and Jones, T.L. 
eds. 2000.  

Meigs,  Beauheim, 

Jones, 2000 
 

 

 

Interim Data Report on the Geohydrology of the Proposed Waste 
Isolation Pilot Plant Site, Southeast New Mexico. Water-Resources 
Investigations Report 79-98. Albuquerque, NM: U.S. Geological Survey, 
Water Resources Division. Page I2-15. Mercer, J.W., and B.R. Orr. 
1979. 

Mercer and Orr, 1979 

 

 

"Basic Data Report for Drilling and Hydrologic Testing of Drillhole 
DOE-2 at the Waste Isolation Pilot Plant (WIPP) Site," SAND86-0611, 
Sandia National Laboratories, Albuquerque, New Mexico. Mercer, J. 
W., Beauheim, R. L., Snyder, R. P., and Fairer, G. M., 1987. 

Mercer,  Beauheim,   

Snyder, Fairer, 1987 
 

 

 

 "Geohydrology of the Proposed Waste Isolation Pilot Plant Site, Los 
Medaños Area, Southeastern New Mexico," Water Resources 
Investigation Report 83-4016, U.S. Geological Survey, Albuquerque, 
New Mexico. Mercer, J. W., 1983. 

Mercer, 1983 

 

 

"Petrology of Pierce Canyon Redbeds, Delaware Basin, Texas and New 
Mexico," American Association of Petroleum Geologists Bulletin, Vol. 
80. Miller, D. N., 1966 

Miller, 1966 
 
 

X 
http://aapgbull.geoscienceworld.org/cgi/content/abstract/50/2/28
3 
 

"Petrology of the Pierce Canyon Formation, Delaware Basin, Texas and 
New Mexico (Ph.D. Dissertation), University of Texas, Austin, Texas. 
Miller, D. N., 1955. 

Miller,1955 
  

http://payperview.datapages.com/data/bulletns/1965-
67/images/pg/00500002/0250/02830.pdf 

Sections 2 and 3 Minerals Act of 1947 (30 U.S.C. §§602 and 603) Page Minerals Act of 1947   

http://gsabulletin.gsapubs.org/content/64/5/539.abstract
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://siris-libraries.si.edu/ipac20/ipac.jsp?session=1J5676B6T7219.3447&profile=liball&uri=link=3100027~!2801924~!3100001~!3100002&aspect=subtab103&menu=search&ri=4&source=~!silibraries&term=Mechanical+behavior+of+materials.&index=ALLTTLP#focus
http://www.mvsengineering.com/index.php?cPath=4
http://www.agu.org/pubs/crossref/2001/2000WR900335.shtml
http://www.agu.org/pubs/crossref/2001/2000WR900335.shtml
http://aapgbull.geoscienceworld.org/cgi/content/abstract/50/2/283
http://aapgbull.geoscienceworld.org/cgi/content/abstract/50/2/283
http://payperview.datapages.com/data/bulletns/1965-67/images/pg/00500002/0250/02830.pdf
http://payperview.datapages.com/data/bulletns/1965-67/images/pg/00500002/0250/02830.pdf
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I-2. U.S. Congress. 2007. 

Fundamentals of Soil Behavior. 2
nd

 ed. New York. Mitchell, J.K. 1993. Mitchell, 1993 
 

X 
www.amazon.com/Fundamentals-Soil-Behavior-James-
Mitchell/dp/0471856401 

30 CFR Part 57. Mine Safety and Health Administration. 1987. MSHA 1987 

 

www.gpoaccess.gov/cfr/index.html 

"Quaternary Faulting on Trans-Pecos, Texas," Geology, Vol. 6. 
Muehlberger, W. R., R. C. Belcher, and L. K. Goetz, 1978. 

Muehlberger, Belcher,  

Goetz, 1978 
X 

http://geology.geoscienceworld.org/cgi/content/abstract/6/6/337 

Prototype Hanford Surface Barrier: Design Basis Document. Myers, D. 
R. and D.A. Duranceau.1994. 

Myers,  

Duranceau,1994 
 

 

National Response Teams Integrated Contingency Plan Guidance 
(Federal Register, Vol.  61, No.  109, June 5, 1996) Page F-7. EPA, 
USCG, MMS, RSPA, OSHA, 2003 

National Response 
Teams Integrated 
Contingency Plan, 
1996 

 

 

"Evaluation of the Suitability of the WIPP Site," EEG-23, Environmental 
Evaluation Group, Santa Fe, New Mexico. Neill, R. H., J. K. Channell, L. 
Chaturvedi, M. S. Little, K. Rehfaldt, and P. Speigler, 1983. 

Neill et. al., 1983 
 

 

New Mexico Mine Code, State of New Mexico, 2008. New Mexico Mine 
Code 

 
http://www.nmcpr.state.nm.us/nmac/_title19/T19C006.htm 
 

Installation of Sprinkler Systems, NFPA (National Fire Protection 
Association) 13, 1999 

NFPA 13 
 

 

Hazard Classification Rating, NFPA (National Fire Protection 
Association) 704M, 2007 

NFPA 704M 
 

 

"Geology and Groundwater Conditions in Southern Lea County, New 
Mexico," Groundwater Report 6, New Mexico Bureau of Mines and 
Mineral Resources, Socorro, New Mexico. Nicholson, Jr., A., and A. 
Clebsch, Jr., 1961. 

Nicholson and  

Clebsch, 1961 X 

http://geoinfo.nmt.edu/publications/water/home.cfm 
 

 “Field Compaction of Bentonite-Based Backfilling” Engineering 
Geology. Vol. 21, no.3-4, 367-376. Nilson, J. 1985. 

Nilsson, 1985 

X 

http://www.sciencedirect.com/science?_ob=ArticleURL&_
udi=B6V63-4817GDB-
42&_user=10&_coverDate=06%2F30%2F1985&_rdoc=21
&_fmt=high&_orig=browse&_srch=doc-
info(%23toc%235803%231985%23999789996%2339545
3%23FLP%23display%23Volume)&_cdi=5803&_sort=d&_
docanchor=&_ct=23&_acct=C000050221&_version=1&_u
rlVersion=0&_userid=10&md5=6714bb8aa7e0b8a47ddfdd
b2de9d4fac 

 National Institute of Occupational Safety and Health  Pocket Guide to 
Chemical Hazards, Department of Health and Human Services, 2007 

NIOSH, 2007 
 

 

NM Emergency Management Act , EPA, 1997 NM Emergency 
Management Act  

 
 

NM Underground Storage Tank Regulations, EPA, 2003 NM Underground 
Storage Tank 
Regulations 

 
 

http://www.amazon.com/Fundamentals-Soil-Behavior-James-Mitchell/dp/0471856401
http://www.amazon.com/Fundamentals-Soil-Behavior-James-Mitchell/dp/0471856401
http://www.gpoaccess.gov/cfr/index.html
http://geology.geoscienceworld.org/cgi/content/abstract/6/6/337
http://www.nmcpr.state.nm.us/nmac/_title19/T19C006.htm
http://geoinfo.nmt.edu/publications/water/home.cfm


Page 25 of 35 

Reference Author Copyrighted Comments 

NM Water Quality Control Commission, Part1 Section 203, NM Water 
Quality Control Commission, 1996 

NM Water Quality 
Control Commission 

 
 

"Evaluation of Mineral Resources at the Waste Isolation Pilot Plant 
(WIPP) Site," Draft Report, Vol. 1, Ch. I-III, December 22, 1994. New 
Mexico Bureau of Mines and Mineral Resources (NMBMMR), 1995. 

NMBMMR, 1995 
 

 

Initial Reference Seal System Design: Waste Isolation Pilot Plant. 
SAND90-0355. Albuquerque, NM: Sandia National Laboratories. (Copy 
on file in the SWCF as WPO23981.) Nowak, E.J., J.R. Tillerson, and 
T.M. Torres. 1990. 

Nowak, Tillerson,  
Torres, 1990. 
 

 

 

“Safety Analysis Report for TRUPACT-II Shipping Package,” Revision 
4, Appendix 2.10.12. Nuclear Packaging Inc. (NuPac), 1989. 

NuPac, 1989 
 

Not Available 

"Solution-Subsidence Troughs, Castile Formation of Gypsum Plain, 
Texas and New Mexico," Geological Society of American Bulletin, Vol. 
68, pp. 351-358. Olive, W. W., 1957. 

Olive, 1957 
X 

http://gsabulletin.gsapubs.org/content/68/3/351.full.pdf+html 
 

High Performance Cement-Based Grouts for Use in a Nuclear Waste 
Disposal Facility. Waste Management Vol. 12. Onofrei, M. M.N. Gray, 
W.E. Coons, and S.R. Alcorn.1992. 

Onofrei et.al., 1992 
 X 

No Longer Available 

"The Decade of North American Geology 1983 Geologic Time Scale," 
Geology, Vol. 11, pp. 503-504. Palmer, A. R., 1983. 

Palmer, 1983 
X 

http://geology.gsapubs.org/content/11/9/503.full.pdf+html 
 

Detection Limits for Radionuclides in the Analysis of Multi-Component 
Gamma-Spectrometric Data. Nucl.Instr.and Meth., No.91. Pasternack 
B.S, and N.H. Harley. 1971. 

Pasternack, Harley 
1971. 

X 

No Longer Available 

Vehicle and Pedestrian Patrols, Security Walls LLC, December 7, 2010 PF0-008 
 

 
Inspection log form provided 

PF0-011, Performance Demonstration Program Plans for Analysis of 
Solid Waste Forms, Security Walls LLC, 2010. 

PF0-011 
 

Not Available 

 ―Salt-Saturated Concrete Strength and Permeability,‖ 4
th
 Materials 

Engineering Conference, ASCE Materials Engineering Division, 
Washington, DC, November 11-18, 1996. Albuquerque, NM: Sandia 
National Laboratories.)  Pfeifle, T.W., F.D. Hansen, and M.K. Knowles. 
1996. 

Pfeifle,  Hansen,  
Knowles, 1996. 
  

 

PM000025, Wet Pipe Fire Sprinkler System Testing, Washington TRU  
Solutions LLC (current version) 

Washington TRU 
Solutions LLC 

 
 

PM000026, Weekly Surveillance For Fire Water Supply And Distribution 
System, Washington TRU Solutions LLC (current version) 

Washington TRU 
Solutions LLC 

 
 

PM000027U/G Fuel Station Dry Chemical Fire Maintenance Procedure 
Suppression System 
Semiannual Maintenance Procedure, Washington TRU Solutions LLC 
(2010) 

Washington TRU 
Solutions LLC 

 

 

PM000029, Self Contained Breathing Apparatus (Scba) Inspection 
Maintenance Procedure, Washington TRU Solutions LLC (2009) 

Washington TRU 
Solutions LLC  

 

PM000030, Ambulance And Surface Rescue Vehicle Inspection 
Maintenance Procedure, Washington TRU Solutions LLC (2010) 

Washington TRU 
Solutions LLC  

 

PM000031, Fire Hose And Nozzle Inspection and Testing Maintenance 
Procedure, Washington TRU Solutions LLC (2006) 

Washington TRU 
Solutions LLC  

 

http://gsabulletin.gsapubs.org/content/68/3/351.full.pdf+html
http://geology.gsapubs.org/content/11/9/503.full.pdf+html
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PM000033, Emergency Response Equipment Inspection Weekly 
Maintenance Procedure, Washington TRU Solutions LLC (2010) 

Washington TRU 
Solutions LLC  

 

PM000034, Fire Hydrant, PIV and Isolation Valve 
Inspection Maintenance Procedure, Washington TRU Solutions LLC 
(2010) 

Washington TRU 
Solutions LLC  

 

PM000035, U/G Miners First Aid Station Inspection Maintenance 
Procedure, Washington TRU Solutions LLC (2010) 

Washington TRU 
Solutions LLC  

 

PM000036, Fire Extinguishers and Extinguishing 
Systems Monthly Inspection, Maintenance Procedure,  Washington 
TRU Solutions LLC (2003) 

Washington TRU 
Solutions LLC  

 

PM041099,  Exhaust Shaft, FAC  351, Quarterly Inspection 
Maintenance Procedure, Washington TRU Solutions LLC (2010) 

Washington TRU 
Solutions LLC  

 

"Brine Reservoirs in the Castile Formation [Waste Isolation Pilot Plant] 
Project Southeastern New Mexico," SAND78-1596, Vols. 1 and 2, 
Sandia National Laboratories/New Mexico, Albuquerque, New Mexico. 
Popielak, R. S., R. L. Beauheim, S. A. Black, W. E. Coons, C. T. 
Ellingson, and R. L. Olsen, 1983. 

Popielak et. al., 1983 

 

 

Analysis Report:  Task 1B of AP-114; Identify Possible Area of 
Recharge to the Culebra West and South of WIPP (April 1).  ERMS 
543094.  Carlsbad, NM:  Sandia National Laboratories. Powers, D.W.  
2006. 

Powers , 2006 1B 

 

 

Analysis Report:  Task 1D of AP-114; Collect Current and Historic 
Information on Water Levels and Specific Gravity in Potash Tailings 
Ponds within the Culebra Modeling Domain (March 31).  ERMS 
543124.  Carlsbad, NM:  Sandia National Laboratories. Powers, D.W.  
2006. 

Powers , 2006 1D 

 

 

"The Upper Cenozoic Gatuña Formation of Southeastern New Mexico," 
In Geology of the Carlsbad Region, New Mexico and West Texas, D. 
W. Love et al., eds., Forty-Fourth Annual Field Conference Guidebook, 
New Mexico Geological Society, Socorro, New Mexico. Powers, D. W., 
and Holt, R. M., 1993. 

Powers and Holt 
1993 

X 

http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm 
 

"Regional Geological Processes Affecting Rustler Hydrogeology," 
Westinghouse Electric Corporation, Carlsbad, New Mexico. Powers, 
D.W., and Holt, R.M.,1995. 

Powers and Holt 
1995  

 

 ―The Los Medaños Member of the Permian Rustler Formation,‖ New 
Mexico Geology, Vol. 21, No. 4, pp. 97-103. Powers, D.W. and Holt, 
R.M, 1999.  

Powers and Holt 
1999  

 

"Halite Sequences within the Late Permian Salado Formation in the 
Vicinity of the Waste Isolation Pilot Plant," In Geological and 
Hydrological Studies of Evaporites in the Northern Delaware Basin for 
the Waste Isolation Pilot Plant (WIPP), New Mexico, D. Powers et al., 
eds., Field Trip #14, Geological Society of America (Dallas Geological 
Society). Powers, D. W., and R. M. Holt, 1990. 

Powers and Holt, 
1990 

X 

 
 

 ―The Salt That Wasn’t There: Mudflat Facies Equivalents to Halite of 
the Permian Rustler Formation, Southeastern New Mexico,‖ Journal of 
Sedimentary Research, Vol. 70, No. 1, pp. 29-36. Powers, D. W., and 
R. M. Holt.  2000.  

Powers and Holt, 
2000 

 

 

http://nmgs.nmt.edu/publications/guidebooks/44/home.cfm
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Basic Data Report for Drillhole C-2811 (Waste Isolation Pilot Plant–
WIPP).  DOE/WIPP 02-3223.  Carlsbad, NM: US DOE. Powers, D.W., 
and Stensrud, W.A.  2003.  

Powers and 
Stensrud, 2003  

 

"Siliciclastic-Rich Units of the Permian Salado Formation, Southeastern 
New Mexico," Geological Society of America Abstracts, Vol. 20, No. 7, 
p. A174. Powers, D. W., M. Martin, and R. M. Holt, 1988. 

Powers, Martin, Holt, 
1988 X 

http://jsedres.geoscienceworld.org/cgi/content/abstract/70/1 
/29 

Exhaust Shaft: Phase 2 Hydraulic Assessment Data Report 
Involving Drilling, Installation, Water-Quality Sampling, and 
Testing of Piezometers 1-12.  DOE/WIPP97-2278.  Carlsbad, 
NM: Westinghouse Electric Corporation. Duke Engineering and 
Services (DES).  1997.  

Powers, 1997 

 

 

 ―Addendum to Analysis Report Task 1 of AP-088 Construction of 
Geologic Contour Maps.‖ ERMS #523886. Carlsbad, NM: Sandia 
National Laboratories, WIPP Records Center. Powers, D.W.  2002. 

Powers, 2002 
Addendum  

 

Analysis Report for Task 1 of AP-088 – Construction of Geologic 
Contour Maps: ERMS #522086. Carlsbad, NM: Sandia National 
Laboratories, WIPP Records Center. Powers, D.W.  2002. 

Powers, 2002 
Analysis  

 

Basic Data Report for Drillhole C-2737 (Waste Isolation Pilot Plant –
WIPP): DOE/WIPP 01-3210.  Carlsbad, NM: US DOE. Powers, D.W.  
2002. 

Powers, 2002 Basic 
 

 

Addendum 2 to Analysis Reports Task 1 of AP-088, Construction of 
Geologic Contour Maps.  ERMS #525199.  Carlsbad, NM:  Sandia 
National Laboratories, WIPP Records Center. Powers, D.W.  2003. 

Powers, 2003 
 

 

Geohydrological conceptual model for the Dewey Lake Formation in the 
vicinity of the Waste Isolation Pilot Plant (WIPP).  Test Plan TP02-05.  
ERMS# 526493. Carlsbad, NM: Sandia National Laboratories, WIPP 
Records Center. Powers, D.W.  2003. 

Powers, 2003b 

 

 

 ―Evaporite Karst Features and Processes at Nash Draw, Eddy County, 
New Mexico.‖  Caves and Karst of Southeastern New Mexico (pp. 253–
66).  L. Land, V.W. Lueth, W. Raatz, P. Boston, and D.L. Love, eds.  
57th Annual Fall Field Conference Guidebook. Powers, D., R. 
Beauheim, R. Holt, and D. Hughes.  2006.  

Powers, Beauheim, 
Holt, Hughes, 2006 

 

 

 ―Geological Factors Related to the Transmissivity of the Culebra 
Dolomite Member, Permian Rustler Formation, Delaware Basin, 
Southeastern New Mexico,‖ in Johnson, K.S., and Neal, J.T., eds., 
Evaporite karst and engineering/environmental problems in the United 
States: Oklahoma Geological Survey Circular 109, pp. 211-218. 
Powers, D.W., Holt, R.M., Beauheim, R.L., and McKenna, S.A.  2003.  

Powers, Holt, 
Beauheim, McKenna, 
2003 

 

 

"Geological Characterization Report for the Waste Isolation Pilot Plant 
(WIPP) Site, Southeastern New Mexico," SAND78-1596, Sandia 
National Laboratories, Albuquerque, New Mexico. Powers, D. W., S. J. 
Lambert, S-E. Shaffer, L. R. Hill, and W.D. Weart, eds, 1978. 

Powers, Lambert, 
Shaffer,  Hill, Weart, 
1978 

 

 

Public Law 104-201, U.S. Congress, 1996 Public Law 104-201   

Public Law 108-447, Consolidated Appropriations Act, U.S. Congress, 
2005 

Public Law 108-447, 
2006 

 
 

”Bentonite Sealing of Rock Evacuations, “ Sealing of Radioactive Waste 
Repositories, Proceedings of an NEA/CEC Workshop, Braunschweig, 

Pusch and 
Borgesson.1989 

X 
http://openlibrary.org/b/OL1932192M/Sealing_of_radioacti

http://jsedres.geoscienceworld.org/cgi/content/abstract/70/1
http://jsedres.geoscienceworld.org/cgi/content/abstract/70/1
http://openlibrary.org/b/OL1932192M/Sealing_of_radioactive_waste_repositories
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Germany. Pusch, R. and L. Borgesson.1989. ve_waste_repositories 
 

“Sealing of Radioactive Waste Repositories in Crystalline Rock” Sealing 
of Radioactive Waste Repositories. Proceedings of an NEA/CEC 
Workshop, Braunschweig, Germany.  Pusch, R., M. Gray, F. Huertas, 
M. Jorda, A. Barbreau, and R. Andre-Jehan. 1989. 

Pusch et. al., 1989 

X 

http://openlibrary.org/b/OL1932192M/Sealing_of_radioacti
ve_waste_repositories 

”Mineral-Water Interactions and Their Influence on the Physical 
Behavior of Highly Compacted Na Bentonite,” Canadian Geotechnical 
Journal Vol. 19. Pusch, R. 1982. 

Pusch,1982 

X 

https://article.pubs.nrc-
cnrc.gc.ca/RPAS/rpv?hm=HInit&calyLang=eng&journal=cgj&volu
me=19&afpf=t82-041.pdf&sepr=vt 
 

QAI PD2-3, 2006, Qualification of Inspection Personnel, Washington 
TRU Solutions, 2006 

QAI PD2-3, 2006 
 

 

QAPD , 2007, DOE/CBFO-94-1012, WIPP Quality Assurance Program 
Description, Washington TRU Solutions, 2007 

QAPD, 2007 
 

 

43 USC Chapter 37 - Public Rangelands Improvement, U.S. Congress, 
01/03/2007 

Rangeland 
Improvement Act, 
2007 

 
 

"Rb-Sr Isochron Age of Evaporite Minerals from the Salado Formation 
(Late Permian), Southeastern New Mexico," Isochron/West, Vol. 29, pp. 
29-31. Register, J. K., and D. G. Brookins, 1980. 

Register and 
Brookins, 1980 X 

http://www.paleopubs.com 

―40Ar/39Ar Dating of Langbeinite [K2Mg2(SO4)3] in Late Permian 
Evaporites of the Salado Formation, Southeastern New Mexico, USA,‖ 
Mineralogy Magazine, Vol. 62A, pp. 1253-1254 . Renne, P.R., Sharp, 
W.D. and Becker, T.A.  1998.  

Renne,  Sharp, 
Becker, 1998 

X 

 

 “4040/39Ar and U/Pb SHRIMP Dating of Latest Permian Tephras in the 
Midland Basin, Texas,” Eos, Transactions, American 
Geophysical Union, Vol. 77, p. 794. Renne, P.R., Steiner, M.B., Sharp, 
W.D., Ludwig, K.R., and Fanning, C.M. 1996. 

Renne, et. al., 1996 

 

http://www.bgc.org/publications/bib_static.html 

RH TRUCON codes, 2009 DOE/WIPP 90-045, Rev 11, Washington 
TRU Solutions LLC, 2009 

RH TRUCON Codes, 
2009 

 
Sensitive Information Available at Facility 

RH Waste Handling Engineer Qualification Card 
Waste Handling Operations Qualification Card Guide Book, Washington 
TRU Solutions, 2007 

RH Waste Handling 
Engineer Qualification 
Card, 2007 
 

 

 

"Geologic and Hydrologic Data for the Rustler Formation Near the 
Waste Isolation Pilot Plant, Southeastern New Mexico," Open-File 
Report 89-32, U.S. Geological Survey, Albuquerque, New Mexico. 
Richey, S. F., 1989 

Richey, 1989 

X 

http://catalogue.nla.gov.au/Record/4023456 
 

Analysis Report for AP-070:  Analysis of Culebra Pumping Tests 
Performed between December 2003 and August 2005.  ERMS 543901.  
Carlsbad, NM:  Sandia National. Roberts, R.M.  2006. 

Roberts, 2006 
 

 

Analysis Report for AP-070:  Analysis of Culebra Hydraulic Tests 
Performed between June 2006 and September 2007.  ERMS 547418.  
Carlsbad, NM:  Sandia National Laboratories. Roberts, R.M.  2007.  

Roberts, 2007 
 

 

 "Geology and Ground-Water Conditions of the Pecos River Valley in 
the Vicinity of Laguna Grande de la Sal, New Mexico, with Special 
Reference to the Salt Content of the River Water," Twelfth and 

Robinson and Lang, 
1938 
 

 
 

http://openlibrary.org/b/OL1932192M/Sealing_of_radioactive_waste_repositories
http://openlibrary.org/b/OL1932192M/Sealing_of_radioactive_waste_repositories
https://article.pubs.nrc-cnrc.gc.ca/RPAS/rpv?hm=HInit&calyLang=eng&journal=cgj&volume=19&afpf=t82-041.pdf&sepr=vt
https://article.pubs.nrc-cnrc.gc.ca/RPAS/rpv?hm=HInit&calyLang=eng&journal=cgj&volume=19&afpf=t82-041.pdf&sepr=vt
https://article.pubs.nrc-cnrc.gc.ca/RPAS/rpv?hm=HInit&calyLang=eng&journal=cgj&volume=19&afpf=t82-041.pdf&sepr=vt
http://www.paleopubs.com/
http://www.bgc.org/publications/bib_static.html
http://catalogue.nla.gov.au/Record/4023456
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Thirteenth Biennial Reports of the State Engineer of New Mexico. 
Robinson, T. W., and W. B. Lang, 1938. 

A Clastic Deposit within the Lower Castile Formation, Western 
Delaware Basin, New Mexico, El Paso Geological Society Guidebook, 
Vol. 18. Robinson, J. Q., and D. W. Powers, 1987. 

Robinson and 
Powers, 1987 
 
 
 

 

 

"Uranium Series Disequilibrium Investigations Related to the WIPP Site, 
New Mexico (USA), Part II.  Uranium Trend Dating of Surficial Deposits 
and Gypsum Spring Deposit Near WIPP Site, New Mexico," Open-File 
Report 80-879, U.S. Geological Survey, Denver, Colorado. Rosholt, 
J.N., and McKinney, C.R., 1980. 

Rosholt and  
McKinney,  1980 
  

 
 

Reference Stratigraphy and Rock Properties for the WIPP Project. 
Krieg, R.D. Sandia National Labs.1983. 

Sandia National 
Laboratory  

 

SAND96-1326/1, 1996,  Waste Isolation Pilot Plant Shaft Sealing 
System Compliance Submittal Design Report, Sandia National 
Laboratory, 1996 

Sandia National 
Laboratory  

 

"Basic Data Report for Drillhole AEC-7 (Waste Isolation Pilot Plant - 
WIPP)," SAND82-0268, Sandia National Laboratories, Albuquerque, 
New Mexico. Sandia National Laboratories and D'Appolonia Consulting 
Engineers, 1982. 

Sandia National 
Laboratories et .al. 
1982c 

 

 

"Basic Data Report for Drillhole WIPP-11 (Waste Isolation Pilot Plant - 
WIPP)," SAND79-0272, Sandia National Laboratories, Albuquerque, 
New Mexico. Sandia National Laboratories and U.S. Geological Survey, 
1979. 

Sandia National 
Laboratories, 1979 

 

 

"Basic Data Report for Drillhole WIPP-34 (Waste Isolation Pilot Plant - 
WIPP)," SAND81-2643, Sandia National Laboratories, Albuquerque, 
New Mexico. Sandia National Laboratories and U.S. Geological Survey, 
1981. 

Sandia National 
Laboratories, 1981 

 

 

"Basic Data Report for Drillhole WIPP-12 (Waste Isolation Pilot Plant - 
WIPP)," SAND82-2336, Sandia National Laboratories, Albuquerque, 
New Mexico. Sandia National Laboratories and D'Appolonia Consulting 
Engineers, 1982. 

Sandia National 
Laboratories, 1982a 

 

 

"Basic Data Report for Drillhole WIPP-14 (Waste Isolation Pilot Plant - 
WIPP)," SAND82-1783, Sandia National Laboratories, Albuquerque, 
New Mexico. Sandia National Laboratories and D'Appolonia Consulting 
Engineers, 1982. 

Sandia National 
Laboratories, 1982b 

 

 

 ―Sandia National Laboratories Technical Baseline Reports, WBS 
1.3.5.3, Compliance Monitoring; WBS 1.3.5.4, Repository 
Investigations, Milestone RI 03-210, January 31, 2003.‖ ERMS 
#526049. Carlsbad, NM: Sandia National Laboratories, WIPP Records 
Center. Sandia National Laboratories, 2003.  

Sandia National 
Laboratories, 2003 

 

 

 ―Program Plan, WIPP Integrated Groundwater Hydrology Program, 
FY03-FY09, Revision 0, March 14, 2003.‖ ERMS 
#526671. Carlsbad, NM: Sandia National Laboratories, 
WIPP Records Center. Sandia National Laboratories, 2003. 

SNL 2003a 

 

 

WIPP Integrated Groundwater Hydrology SNL 2003b   
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Program, FY03-09 ,Page L-8. Sandia National Laboratories, 2003. 

"Interpretation of Hydraulic Tests Conducted in the Waste-Handling 
Shaft at the Waste Isolation Pilot Plant (WIPP) Site," SAND88-7001, 
Sandia National Laboratories, Albuquerque, New Mexico. Saulnier, Jr., 
G. J., and J. D. Avis, 1988. 

Saulnier , Avis, 1988 

 

 

The Dewey Lake Formation: End Stage Deposit of a Peripheral 
Foreland Basin (M.S. thesis), University of Texas at El Paso, El Paso, 
Texas. Schiel, K. A., 1988. 

Schiel, 1988 
 

 

"A New Look at the Age, Depositional Environment and 
Paleogeographic Setting of the Dewey Lake Formation (Late Permian)," 
West Texas Geological Society Bulletin, Vol. 33, No. 9. Schiel, K. A., 
1994. 

Schiel, 1994 

X 

www.wtgs.org 
 

Water Distribution System;  System Design Description SDD-WD00, 
2009, Prepared by 
Washington TRU Solutions LLC Carlsbad, New Mexico, 2009 

SDD-WD00, 2009 
 

 

Subsurface Exploration & Laboratory Testing. Plant Site: Waste 
Isolation Pilot Plant. Vols I & II. Phoenix, AZ:  Sergent, Hauskins & 
Beckwith,  1979.  

Sergent, Hauskins & 
Beckwith,  1979  

 

"Mineralogy of the Rustler Formation in the WIPP-19 Core," 
SAND87-7036, Sandia National Laboratories, Albuquerque, New 
Mexico. Sewards, T., R. Glenn, and K. Keil, 1991. 

Sewards, Glenn,  
Keil, 1991  

 

"Hydrogeochemical Studies of the Rustler Formation and Related 
Rocks in the Waste Isolation Pilot Plant Area, Southeastern New 
Mexico," SAND88-0196, Sandia National Laboratories, Albuquerque, 
New Mexico. Siegel, M.D., Lambert, S.J., and Robinson, K.L., eds., 
1991. 

Siegel,  Lambert, 
Robinson, 1991 

 

 

 ―Solute Relationships in Groundwaters from the Culebra Dolomite and 
Related Rocks in the Waste Isolation Pilot Plant Area, Southeastern 
New Mexico.‖ SAND88-0196. Siegel, M.D., K.L. Robinson, and J. 
Myers. 1991. 

Siegel, Robinson,. 
Myers, 1991 

 

 

Fluid Injection for Salt Water Disposal and Enhanced Oil Recovery as a 
Potential Problem for WIPP: Proceedings of a June 1995 Workshop 
and Analysis. EEG-62. Albuquerque, NM: Environmental Evaluation 
Group. Silva, M.K.  1996.  

Silva, 1996 

x 

http://disexpress.umi.com/dxweb#results 

Stratigraphy and Associated Tectonics of the Upper Permian Castile-
Salado-Rustler Evaporite Complex, Delaware Basin, West Texas and 
Southeast New Mexico [Ph.D. dissertation], University of New Mexico, 
Albuquerque. Snider, H. I., 1966. 

Snider, 1966 

 

http://disexpress.umi.com/dxweb#results  
 
Search criteria: 
Author = Snider 
Title = Stratigraphy 

 ―Program Plan, WIPP Integrated Groundwater Hydrology Program, 
FY03-FY09, Revision 0, March 14, 2003.‖ ERMS #526671. Carlsbad, 
NM: Sandia National Laboratories, WIPP Records Center. Sandia 
National Laboratories,  2003.  

SNL 2003 

 

 

"Evaluation of Breccia Pipes in Southeastern New Mexico and Their 
Relation to the Waste Isolation Pilot Plant (WIPP) Site, with Section on 
Drill-Stem Tests," Open File Report 82-968, U.S. Geological Survey, 

Snyder and Gard, 
1982  

 

http://www.wtgs.org/
http://disexpress.umi.com/dxweb#results
http://disexpress.umi.com/dxweb#results
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Denver, Colorado. Snyder, R. P. and L. M. Gard, Jr., 1982. 

"Dissolution of Halite and Gypsum, and Hydration of Anhydrite to 
Gypsum, Rustler Formation, in the Vicinity of the Waste Isolation Pilot 
Plant, Southeastern New Mexico," Open File Report 85-229, U.S. 
Geological Survey, Denver, Colorado. Snyder, R. P., 1985. 

Snyder, 1985 

 

 

"Chemistry of Brines in Salt from the Waste Isolation Pilot Plant (WIPP), 
Southeastern New Mexico:  A Preliminary Investigation," 
SAND85-0897, Sandia National Laboratories, Albuquerque, New 
Mexico, 38 pp. Stein, C. L. and J. L. Krumhansl, 1986. 

Stein and Krumhansl, 
1986 

 

 

"A Model for the Evaluation of Brines in Salt from the Lower Salado 
Formation, Southeastern New Mexico," Geochimica et Cosmochimica 
Acta. Vol. 52, pp. 1037B1046. Stein, C. L., and J. L. Krumhansl, 1988. 

Stein and Krumhansl, 
1988 

X 

http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6
V66-488Y2VY-
M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&
_acct=C000050221&_version=1&_urlVersion=0&_userid=10&m
d5=a5be9eb86c84b607ae4f67f01b67855e 
 

Analysis Report for: Testing of a Proposed BRAGFLO Grid to be used 
for the Compliance Recertification Application Performance 
Assessment Calculations. ERMS # 526868. Stein, J.S. and Zelenski, 
W. 2003. 

Stein, Zelinski. 2003 

 

 

"Culebra Transport Program Test Plan:  Hydraulic Tests at Wells 
WQSP-1, WQSP-2, WQSP-3, WQSP-4, WQSP-5, WQSP-6, and 
WQSP-6a at the Waste Isolation Pilot Plant (WIPP) Site,"  Stensrud, 
W.A., 1995. 

Stensrud, 1995 

 

 

Plugging and Sealing Program for the Waste Isolation Pilot Plant 
(WIPP). SAND84-1057. Albuquerque, NM: Sandia National 
Laboratories. Stormont, J.C. 1984. 

Stormont, 1984 

 

 

Taylor Grazing Act, BLM, 1934 Taylor Grazing Act   

Taylor Grazing Act of  1934, BLM, 2006 Taylor Grazing Act of 
1934 

 

http://www.gpoaccess.gov/uscode/index.html 
 

 ―Physical Property Characterization of Miscellaneous Rock Samples, 
Contract AA-2896.‖ Contractor Report TR97-03 to Sandia National 
Laboratories.  ERMS #238234. Salt Lake City, UT. TerraTek, Inc.  
1996.  

TerraTek, 1996 

 

 

"A Theoretical Analysis of Groundwater Flow in Small Drainage Basins," 
Journal of Geophysical Research, Vol. 68, No. 16, pp. 4795-4812. Toth, 
J., 1963. 

Toth, 1963 
X 

http://timecapsule.ecodev.ch/docs/toth1963.pdf 

Manual Uniform Traffic Control Devices for Streets and Highways 
Including Revision 1 dated November 2004 and Revision 2 dated 
December 2007 Federal Highway Administration, 2007. 

Uniform Traffic 
Control Devices 
Manual, 2007 

 
 

Post-Keweenawan Timescale, Exhibit 2, pp. 35-40, National Research 
Council, Report Committee on Measurement of Geologic Time 
1935B36. Urry, W. E., 1936. 

Urry, 1936 
 

 

Army Corp of Engineers Standards, USACE, 2009 USACE, Army Corp 
of Engineers 

X 
http://140.194.76.129/publications/ 

http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V66-488Y2VY-M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=a5be9eb86c84b607ae4f67f01b67855e
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V66-488Y2VY-M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=a5be9eb86c84b607ae4f67f01b67855e
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V66-488Y2VY-M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=a5be9eb86c84b607ae4f67f01b67855e
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V66-488Y2VY-M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=a5be9eb86c84b607ae4f67f01b67855e
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V66-488Y2VY-M7&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=a5be9eb86c84b607ae4f67f01b67855e
http://www.gpoaccess.gov/uscode/index.html
http://timecapsule.ecodev.ch/docs/toth1963.pdf
http://140.194.76.129/publications/
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Standards 

Seal Design Alternatives Study. SAND92-7340. Albuquerque, NM: 
Sandia National Laboratories. (Copy on file in the SWCF as 
WPO23445.)  Page I2-14. Van Sambeek, L.L., D.D. Luo, M.S. Lin, W. 
Ostrowski, and D. Oyenuga. 1993. 

Van Sambeek, Luo, 
Lin, Ostrowski, 
Oyenuga, 1993 

 

 

Surface Geology of the Nash Draw Quadrangle, Eddy County, New 
Mexico, U.S. Geological Survey Bulletin, p. 1141-B. Vine, J.D., 1963. 

Vine, 1963 
 

 

Variability in Properties of Salado Mass Concrete. SAND94-1495. 
Wakeley, L.D., P.T. Harrington, and F.D. Hansen 1995. 

Wakeley, Harrington, 
Hansen , 1995 

 
 

Quality Assurance Project Plan for WIPP Site Effluent and Hazardous 
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